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Abstract
This thesis describes research into infrared (IR) laser irradiation and damage of
four commercially significant polymers: polyimide (PI), polyether ether ketone
(PEEK), polyethylene terephthalate (PET) and polypropylene (PP). Many re-
search groups have studied the laser ablation and irradiation of polymers, but
they have focussed mainly on ultraviolet and pulsed infrared sources. There ap-
pears to be little published data for laser irradiation of polymers with IR lasers
operating with pulse durations in the range 50µs to 1ms.
Laser coupling to polymers is strongly dependent on the absorption coefficient at
the emission wavelength. These properties are widely known and used to inform
experimental practice but the absorption coefficient used in the literature is usually
that measured at room temperature and low power. In this way it does not
truly represent typical experimental conditions. It is also commonly assumed that
the laser wavelength is constant. In this work the laser wavelength has been
determined as a function of time during a typical pulse for a radio frequency
(RF) excited CO2 laser. It was found that the emission wavelength could move
from as short as 10.53µm to as long as 10.63µm during a 200µs duration pulse.
This alone was seen to affect the absorption coefficient of the polymers studied.
The absorption coefficient as a function of polymer temperature was measured
over all wavelengths. This allowed any changes in the optical coupling during
laser heating to be inferred. The change in absorption coefficient as a function of
temperature was determined as being -0.40cm−1K−1, 0.86cm−1K−1, 0.48cm−1K−1
and 0.04cm−1K−1 for PI, PEEK, PET and PP respectively at a wavelength of
10.59µm.
The threshold fluence for damage was determined as a function of the laser pulse
duration. Damage included any permanent change to the polymer surface and
in this way took into account decomposition and melting, as well as ablation.
Together with the absorption coefficient data, this allowed the energy densities to
be calculated. For PI and PEEK these were found to be 2.4kJ/cm3 and 1.9kJ/cm3
respectively and agreed with existing data. The threshold energy density was
0.1kJ/cm3 for PET and 0.2kJ/cm3 for PP. These results were smaller than those
expected from the literature due to melting rather than ablation taking place.
The threshold fluence for each polymer was found to be mostly independent of
laser pulse duration over the range investigated. The small thermal diffusivity of
the materials was thought to be the reason for this. Calculations using solutions to
the heat diffusion equation and a rate limited thermal decomposition model were
found to be consistent with the experimental results. Some initial calculations of
the effect of including the temperature dependent absorption coefficient indicated
that this does indeed affect the temperature profile during and after the laser
pulse.
It has been shown that the RF CO2 laser is suitable for polymer processing,
particularly for applications where spot size and high resolution etching are not an
issue. Laser marking, cutting and hole-drilling would be acceptable applications
for this laser which offers more choice in terms of duty-cycle and pulse duration
than the pulsed TEA CO2 alternatives. Quantification of the thermal and optical
properties and the interaction between these two parameters could be extended to
other polymers and it is expected that similar behaviours would be observed.
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Chapter 1
Introduction
The laser irradiation of polymers has been very well covered in the literature for
ultraviolet (UV) lasers. Many research papers are available and there are a number
of extensive reviews of existing literature [1–3].
Due to the limitations of the UV lasers from an industrial standpoint, infra-red
(IR) sources have become much more prevalent in industry especially in low value
and high volume markets. Understanding the processes involved in the interaction
between IR photons and polymers is therefore an important area for research. The
studies covering the use of pulsed lasers have been reviewed and contrasted in pub-
lications which bridge the gap between UV and IR pulsed sources [4]. Literature
concerning the carbon dioxide (CO2) laser irradiation of polymers has focussed
mainly on the pulsed transversely excited atmospheric pressure (TEA) laser [5–9].
This thesis gives an account of the long pulse CO2 laser irradiation of polymers,
which has received significantly less attention than the short pulse TEA CO2 coun-
terparts. The aim of the work was to study and better understand the process of
laser induced surface and volume changes in this regime. The laser used in this
work was a radio frequency (RF) excited CO2 laser and the polymers studied were
polyimide (PI), PEEK, PET and polypropylene (PP). These materials were se-
lected due to being both prevalent in industry and differing in optical and thermal
parameters. Laser ablation is of interest for these polymers for many applications
including marking and cutting and the RF CO2 laser offers advantages over other
1
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laser sources due to the cheap operation costs, the use of non-toxic gases and
greater efficiency.
The polymers used here have been studied in the literature over a wide range of
laser wavelengths and pulse durations. This thesis aims to begin to fill the gap in
current research for IR lasers operating at pulse durations in the range of approx-
imately 50–500µs. In particular, the threshold fluence for ablation and damage
and the effects of temperature rise on the optical coupling to these materials have
been studied in detail.
In Chapter 2 a literature review is presented which gives an overview of the re-
search which has already been carried out using lasers to irradiate polymers. A
description of the various mechanisms of ablation is given. The industrial context
of laser ablation is also discussed, with particular focus on ablation and surface
modification in the IR laser regime. Additionally, the introduction to each chapter
briefly discusses the literature pertaining to the work that follows.
Chapter 3 describes characterisation of the laser being used in this work. Cali-
bration of the laser pulse duration and energy per pulse is shown. The operating
wavelength is determined both in a time integrated fashion and as a function of
time during a typical laser pulse. The optical absorption coefficient is most often
used at a fixed laser operating wavelength, which is appropriate as an estima-
tion. However, if the wavelength of the laser changes, the optical coupling to the
polymer may also be affected.
In Chapter 4, the thermal and optical properties of PI, PEEK, PET and PP are
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investigated with a view to better understanding the changes in each polymer dur-
ing long pulse laser irradiation. The decomposition temperature for each polymer
is determined using thermo-gravimetric analysis (TGA) to allow this character-
istic to be used in model calculations. The IR optical absorption coefficient is
then investigated using Fourier transform infra-red (FTIR) spectroscopy both at
room temperature and as a function of increasing temperature. The wavelength
results found in Chapter 3 are used to study the change in optical absorption both
during heating and as a function of laser operating wavelength. To further the
work in this chapter, the transmission of the laser light through each polymer is
measured and compared to the data of the absorption coefficient as a function of
laser wavelength and polymer temperature.
Chapter 5 describes the surface and volume changes of each polymer after focussed
irradiation with the laser described in Chapter 3. Single laser pulses of different
pulse duration and energy are used. Measurements of the damage sites allow
the threshold fluence for damage of each polymer to be determined as a function
of laser pulse duration. The damage sites are also studied in more detail using
scanning electron microscopy (SEM). A PP damage site is studied with white light
interferometry with a view to profiling the whole damage site.
In Chapter 6, the results obtained in Chapters 4 and 5 (and to a certain extent
Chapter 3) are analysed using the heat diffusion equation and a rate limited ther-
mal decomposition model. Both numerical and semi-analytical solutions are com-
pared and used to calculate the threshold fluence as a function of the laser pulse
duration based on material properties. The outcome of the modelling is compared
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to experimental results. A discussion and some calculations using the temperature
dependent absorption coefficient are included to determine the importance of this
parameter in analysing the process theoretically.
Finally, in Chapter 7, an overview of all findings is given and conclusions are
drawn about the results obtained in the thesis as a whole. Some proposed work
that could follow on from this study is discussed.
Chapter 2
Literature Review
2.1 Laser ablation of polymers
The interaction of photons with a polymer can lead to a variety of reactions ranging
from changes in the polymer surface to complete decomposition [1]. The ultraviolet
(UV) laser ablation of polymers was first reported in 1982 by Srinivasan et al [10]
and Kawamura et al [11].
Since these first publications, the ablation of a wide variety of polymers using
a range of different laser sources has been studied extensively in the literature.
There have also been a number of reviews and books covering the work in the
years following the first papers. The UV ablation of polymers has been reviewed
in a number of papers, including those by Yeh [12], Dyer [2], Srinivasan et al
[13], Lippert et al [1] and more recently Bityurin [14]. Said-Galiev et al [15] and
Bityurin [14] give a review of the IR ablation of polymers, with IR lasers receiving
much less attention than lasers operating in the UV regime [16]. Specifically, poly-
mer research using CO2 lasers has focussed primarily on the transversely excited
atmospheric pressure (TEA) CO2 laser [6, 7, 9, 17–23].
The UV laser ablation of polymers has been studied over a wide range of materials,
including polymethyl methacrylate (PMMA), polyurethane (PU), polyimide (PI),
polyethylene terephthalate (PET), polycarbonate (PC), polyether ether ketone
5
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(PEEK), polytetrafluoroethylene (PTFE) and many others [24, 25]. In the IR, a
similar range of polymers have been investigated.
Despite the plethora of publications, there is still discussion about the interaction
of lasers with polymers and the specific mechanisms of laser ablation [2, 22, 26].
Laser ablation is defined as material removal by high-intensity laser irradation [27].
A threshold fluence gives an indication of the laser energy per unit area which has
to be exceeded to begin significant removal of material [24]. The threshold fluence
is usually expressed in units of J/cm2 and in general decreases with increasing
absorption coefficient. The absorption coefficient is a measure of the absorptive
power of a material and is specific to wavelength and is generally expressed in units
of cm−1. It follows that a characteristic optical absorption depth is the reciprocal
of the absorption coefficient and therefore with increasing absorption coefficient
the energy of a laser pulse is deposited into a smaller volume.
The product of the absorption coefficient and the threshold fluence is known as
the energy density, or ablation enthalpy [2], and is thought to be mostly constant
for a given polymer [2, 24], provided that the mechanism for material removal
is thermal in nature. It follows that as the absorption coefficient increases, the
energy is deposited into a smaller volume and the fluence required to overcome
the ablation threshold is reduced. In contrast, a small absorption coefficient would
result in the energy being deposited over a large volume and therefore a higher
fluence would be required to overcome a threshold for ablation.
The threshold fluence is generally determined by measurements of etch depth.
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Laser pulses are used to ablate the material and the ablated depth is measured
and divided by the number of pulses used. This gives the etch depth per pulse,
which is seen to depend on the laser fluence. The relationship between the etch
depth per pulse (x), the laser fluence (F), the threshold fluence for ablation (FT)
and the effective optical absorption coefficient (αe) is often seen to follow equation
2.1 [2, 24].
x =
1
αe
ln
(
F
FT
)
(2.1)
It follows from equation 2.1 that if the etch depth per pulse is plotted as a function
of the natural logarithm of the laser fluence, that the gradient would equal the
reciprocal of the effective absorption coefficient. This absorption coefficient differs
from that measured at low power, as changes in the polymer due to temperature
rise, density and chemical alterations and non-linear effects are not taken into
account during low power absorption measurements [24].
Shown in figure 2.1 is a typical and simplified graph obtained from a polymer
etch experiment where Beer’s law, and therefore equation 2.1, is applicable. The
etch depth per pulse as a function of the natural logarithm of the laser fluence is
plotted and the threshold fluence is also indicated.
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Figure 2.1: Etch depth per pulse as a function of the natural logarithm of
the laser fluence. The threshold fluence for ablation is indicated on the graph.
Adapted from [24].
Other methods have been used to determine the etch rate which are more sensi-
tive than averaging the etch depth over a number of pulses. Although this method
gives a fairly accurate representation of the process as a whole, it does not take
into account the individual contribution of each pulse to the overall ablation rate.
Sensitive techniques such as atomic force microscopy (AFM) and weight loss mea-
surements by quartz crystal micro-balances can detect changes in materials in
the initial stages of ablation, without the need for averaging the effect over many
pulses. Dumont et al [28] gained more information about the behaviour of poly-
imide around the threshold fluence by measurement of the weight per successive
pulses from 248nm and 308nm lasers, using a quartz crystal micro-balance. A dif-
ference between the ablation rate of the first pulse and that of subsequent pulses
was detected; a subtle effect which would not have been made clear had multiple
pulses been used. Similarly, in a study by Ku¨per et al [29] laser pulses with wave-
lengths ranging from 193nm to 351nm were used to irradiate polyimide and the
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ablation rate determined using a QCM.
Important considerations when measuring the threshold fluence of laser ablation
are incubation effects and the plume of ablation products, resulting from material
leaving the polymer surface. Incubation is the process by which earlier pulses,
which do not ablate the material, change the chemical composition or introduce
defects which effectively increase the absorption coefficient and therefore allow
ablation to proceed. Chemical and physical defects caused by the laser radiation
can influence microscopic interactions between the laser and material [27]. Exper-
imental etch rates differ from the behaviour described by equation 2.1 because the
later part of the laser beam must pass through the plume, which has a different
absorption coefficient to the bulk material [2, 24]. Equation 2.1 then becomes
[2, 24]:
x =
1
αp
ln
(
αpF
αeFT
− αp
αe
+ 1
)
(2.2)
In equation 2.2, αp is the absorption coefficient of the plume. In the case where
both the absorption coefficient of the plume and the bulk are the same, equation
2.2 reduces to equation 2.1. When αp > αe the etch rate is seen to rise less rapidly
and when αp < αe the etch rate rises more rapidly [2, 24]. Despite the complicated
effects that are seen during ablation, it is generally accepted that equation 2.1 gives
a useful guideline to determine the threshold fluence for ablation [2].
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2.2 Mechanisms of ultraviolet laser ablation of
polymers
There has been much debate over the fundamental mechanisms of ablation using
UV lasers [24]. Two processes are generally considered: bond breaking processes
via a direct photochemical route or a highly localised thermal reaction (photo
thermal ablation) [1, 24].
Photochemical ablation is based on the absorption of photons of sufficiently high
energy that result in direct bond breaking of the polymer, where material is ejected
due to repulsive forces between species [2]. UV photons have energies in the range
3.5–7.9eV and it is generally accepted that the absorption of UV photons results
in electronic excitation of the polymer being irradiated [13] and in reference [3] UV
photon energies are shown to correspond to molecular bonds commonly found in
organic polymer materials. One possible outcome of the absorption of UV photons
is that the excited electronic state can undergo decomposition in that state, which
would be a purely photochemical reaction [13]. In terms of removal of material,
the local particle number density in the irradiated volume increases due to bond
breaking and this is accompanied with a rise in pressure. The pressure is released
as a shock wave that ejects polymer material, usually as gas and monomers [3].
The reaction step which results in the breaking of bonds, and therefore polymer
ablation due to photochemical processing, happens on a time scale which is faster
than the time required for thermalisation of the excited state [27].
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Equation 2.3 can be used to estimate the fluence required to achieve photochemical
ablation. In this equation, n is the number of bonds per unit volume which must
be broken to result in material removal, hν is the photon energy, η is the quantum
yield for breaking the bonds, α is the absorption coefficient and R is the reflectivity.
FT =
nhν
ηα(1− R) (2.3)
The first investigation of the mechanism of UV laser ablation of polymers was
based on the idea that a polymer can be seen as a simple molecular solid [30] and
the bonds could be directly broken by UV photons due to the process described
above. This interpretation of the ablation mechanism was further supported by
the observed precision of the ablated regions and a lack of detectable thermal
damage of the polymer [3, 13]. In equation 2.3, the calculated fluence exceeds
that found experimentally in most cases [2] and in order to successfully predict
the threshold fluence from this equation, η must be approximately unity.
It was noted by Braun et al that etch rate measurements did not allow the specific
mechanisms of UV laser ablation to be deduced from this method of measurement
[17]. Photochemical models for ablation are discussed in detail by Buerle [27] and
have been developed and reviewed by a number of research groups [14, 31].
Evidence then came to light that heating due to absorption of UV laser photons
could also occur [31–33]. Photo-thermal ablation with UV laser irradiation is
brought about when the absorbed laser energy produces an elevated temperature
sufficient to decompose the material [2]. In this process, the excited electronic
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states resulting from the absorption of UV photons undergo internal conversion
to vibrational modes and subsequent decomposition is mostly thermal in nature
[2, 13]. This relaxation is thought to occur on a time scale that is short compared
with the laser pulse [2], with the electronic energy relaxing into heat during a
time of 10−12 to 10−13s [15]. Using equation 2.4 [2], the threshold fluence for
a photo-thermal mechanism can be estimated. Here, C is the specific heat of
the polymer, R is the reflectivity, TR is the initial surface temperature and TD
is the temperature at which significant decomposition, and therefore ablation, is
achieved.
FT =
C(TD − TR)
α(1− R) (2.4)
Another important consideration in the photo-thermal ablation mechanism is the
rate limited nature of thermal decomposition of polymers. The rate at which
volatile products are formed (k), varies with temperature (which could be esti-
mated from equation 2.4) as shown in equation 2.5 below [2].
k = Ae
−EA
KT (2.5)
In this Arrhenius expression, T is the temperature and K is the gas constant. The
pre-exponential factor and the activation energy for the decomposition process are
given as A and EA respectively and depend on the polymer. A threshold fluence
arises from the fact that the rate k must be sufficiently high so that material
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decomposition occurs on a time scale such that the material is still hot enough to
drive the process.
Ku¨per et al [29] studied the UV ablation behaviour of polyimide at low fluence
with sources operating at 193, 248, 308 and 351nm. The results found in the
work implied that there was evidence for both photochemical and photo-thermal
processes. Other publications have come to the same conclusion, but without
definitive results of which mechanism is dominant [22, 24].
It is generally accepted that UV ablation of polymers is a complex subject and
discussion is ongoing as to the exact mechanisms and their relative contribution
to the process [34].
2.3 Mechanisms of infrared ablation of polymers
The processes involved in ablation using IR lasers generally fall into the category
of photothermal, similar to that described for UV lasers above but with a differ-
ent absorption process. It is assumed that in the IR wavelength region, this is
the dominant mechanism, which somewhat simplifies the interpretation of abla-
tion using this category of laser. IR photons directly excite vibrational modes in
the polymer [21]. This excludes photochemical bond breaking as a mechanism to
be considered because photons from IR sources do not have sufficient energy to
directly break chemical bonds in the polymers [3]. After excitation of the vibra-
tional modes, the energy becomes thermal on a rapid time-scale of the order of
10−12s [21]. Again, in terms of actual removal of material, bonds in the polymer
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break due to the elevated temperature which exceeds some decomposition param-
eter. The resulting polymer fragments and gas phase species typically occupy a
larger volume compared to the surrounding material and, with the generation of
sufficient pressure, lead to the forwarded ejection of ablated material [35].
In a paper by Said-Galiev et al, the CO2 laser ablation of polymers is reviewed
extensively [15]. The cause of ablation is cited as being similar to strong thermal
shock and therefore, processes of thermal or thermo-oxidative breakdown of the
polymer are particularly applicable.
2.4 Laser ablation of PI, PEEK, PET and PP
The following tables give a summary of some of the existing data for PI, PEEK
and PET for a number of different laser wavelengths and ablation regimes. In
the tables, λ is the wavelength, τ is the laser pulse duration, α is the absorption
coefficient at λ and FT is the threshold fluence. The enthalpy of ablation discussed
earlier is also given (∆H). The absorption coefficient in the literature was found
from low power measurements or from the etch rate graphs. The pulse duration is
sometimes given for pulsed TEA CO2 lasers as an initial spike followed by a long
tail, each of which contain a portion of the laser pulse energy. The first duration
given is the spike, which tends to contain in excess of 50% of the pulse energy
and the number in brackets is the duration of the pulse tail where given. The
citation for each set of data is also given. The parameters of interest here were
not readily available in the literature for PP. Research into laser interactions with
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this polymer has taken place but a complete picture in terms of the absorption
coefficient and threshold fluence was not found.
Table 2.1: A summary of existing laser ablation data for PI
λ τ (ns) α (cm−1) FT (J/cm2) ∆H (kJ/cm3) Ref.
193nm 15 34x104 14x10−3 4.8 [29]
193nm 9 13x104 30x10−3 3.2 [32]
248nm 20 24x104 37x10−3 8.9 [17]
248nm 25 22x104 54x10−3 12.0 [36]
248nm 11 14x104 31x10−3 4.3 [32]
248nm 15 30x104 19x10−3 5.7 [29]
308nm 8 8x104 42x10−3 3.4 [32]
308nm 15 8.6x104 37x10−3 3.2 [29]
351nm 15 3.6x104 84x10−3 3.0 [29]
9.17µm 100 840 3.6 3.0 [8]
9.2µm 80 (600) 2340 0.5 1.2 [7]
9.21µm 100 780 3.8 3.0 [8]
9.24µm 250 854 850x10−3 0.7 [17]
9.25µm 100 1250 3.6 4.5 [8]
9.46µm 250 154 2.2 0.3 [17]
10.31µm 250 76 2.2 0.2 [17]
10.6µm 80 (600) 270 2.1 0.6 [7]
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Table 2.2: A summary of existing laser ablation data for PEEK
λ τ (ns) α (cm−1) FT (J/cm2) ∆H (kJ/cm3) Ref.
193nm 20 30.3x104 12.5x10−3 3.8 [37]
193nm 20 23x104 35x10−3 8.1 [38]
248nm 25 10x104 50x10−3 5.0 [36]
248nm 30 10x104 45x103 4.5 [37]
308nm 25 10x104 70x10−3 7.0 [38]
308nm 8 10x104 70x10−3 7.0 [39]
10.77µm 130 (3.5µs) 2670 5.7 15.2 [6]
Table 2.3: A summary of existing laser ablation data for PET
λ τ (ns) α (cm−1) FT (J/cm2) ∆H (kJ/cm3) Ref.
172nm 8 11x104 29x10−3 3.2 [40]
193nm 9 12x104 28x10−3 3.3 [32]
248nm 25 16x104 30x103 4.8 [36]
248nm 11 10x104 30x10−3 3.0 [32]
308nm 8 2x104 170x10−3 3.4 [32]
9.17µm 110 2x103 0.77 1.5 [9]
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From the data summarised in tables 2.1, 2.2 and 2.3 a few important points should
be noted. UV ablation results in the smallest threshold fluences, as would be
expected due to the strong absorption by most polymers at these wavelengths.
However, it is interesting to note that when conditions are favourable, that is, the
wavelength of the laser is tuned to an absorption band in the polymer such that
the absorption coefficient is high, modest threshold fluences are also observed for
IR laser sources. The enthalpy is a parameter which gives an indication of the
approximate threshold fluence that can be expected for a particular wavelength,
if the absorption coefficient is known, and therefore provides a means to compare
data from different sources. The enthalpy for ablation is seen to be fairly consistent
for PI, PEEK and PET having values in the range 1–10 of kJ/cm3. Exceptions to
this do not appear to be linked directly to the absorption coefficient or the pulse
duration.
The IR laser ablation of PI, PEEK and PET is discussed in the following sections,
in order that some of the findings presented in tables 2.1, 2.2 and 2.3 can be
evaluated in more detail. Available laser ablation publications for PP are also
discussed. The UV ablation of polymers is not considered in as much detail here,
as photochemical mechanisms are not expected to occur for irradiation by IR laser
sources.
2.4.1 IR laser ablation of PI
The IR irradiation of polyimide was studied by Brannon et al in 1986, using a TEA
CO2 laser [7]. The laser was tuned to operating wavelengths of 9.2 and 10.6µm.
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FTIR measurements showed that the polyimide was weakly absorbing at 10.6µm
and strongly absorbing at 9.2µm, having absorption coefficients of 270cm−1 and
2340cm−1 respectively. Ablation at the more absorbing wavelength was shown
to be cleaner and more precise, indicating that the absorption coefficient is an
important consideration when attempting to understand the ablation mechanism
in the IR region.
Similarly, Dyer et al [5] used a TEA-CO2 to demonstrate small scale hole formation
in Upilex polyimide. It was suggested that optical resolution rather than thermal
effects limited the feature size attainable.
In work by Dyer et al [16], the laser ablation of polyimide (Kapton HN) with
IR and visible wavelengths was investigated using a Nd:YVO4 laser operating
at 1064nm and 532nm. The absorption coefficient was 15cm−1 and 120cm−1 at
1064nm and 532nm respectively. After irradiation with multiple laser pulses at
1064nm, thermal degradation was seen to occur and resulted in an absorbing car-
bon layer. This had the benefit of increasing absorption and therefore reducing the
threshold fluence for ablation. For a larger number of pulses, however, the carbon
was seen to restrict the depth of etching due to absorption. Incubation effects
were also noted and were attributed to carbon formation in early pulses which did
not ablate the polymer. At the visible wavelength of 532nm, the threshold was
seen to be lower, as expected due to the larger absorption coefficient. The tem-
perature distribution was calculated assuming a surface laser source and there was
seen to be good agreement between experimental data and theoretical modelling,
implying a process dominated by a thermal mechanism [16].
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In reference [22], a comparison was made between the irradiation of polyimide
using KrF (248nm), frequency tripled Nd:YAG (355nm) and TEA CO2 lasers.
Similarly in [19], a comparison of laser ablation using TEA CO2 and argon ion
lasers was made and in a publication by Braun et al [17], ablation using KrF and
TEA CO2 sources was compared. The mechanisms of ablation in papers [19, 22]
were seen to be different for IR and UV, as expected. In [17], the IR laser etching
of polyimide was shown to produce etch holes which were qualitatively similar to
those produced by the UV radiation. This is an important observation, meaning
that good quality etching is indeed possible with IR sources if the absorption
coefficient is sufficiently high and other laser parameters (such as pulse duration
and beam size) are controlled appropriately [17].
2.4.2 IR laser ablation of PEEK
Sumiyoshi et al [6] studied the ablation of PEEK using a TEA CO2 laser and
demonstrated successful ablation with a strongly absorbed laser line. As with the
results for Braun et al [17], it was noted that control of the pulse duration and
absorption coefficient of IR sources, and the thermal properties of the polymer,
led to a greatly improved etch quality.
In reference [23], irradiation of PEEK using a CO2 laser resulted in little change
to the polymer other than a decrease in the degree of crystallinity of the material.
The amount of crystalline material was reduced by increasing the amount of laser
treatment. In terms of applicability to industry, this study indicated that the
chemical and mechanical properties of laser ablated PEEK were left unchanged.
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This is an important study if IR laser ablation is to be used in industry where the
mechanical and chemical properties are relevant to a particular application.
2.4.3 IR laser ablation of PET
In reference [9], successful etching of PET films by pulsed TEA CO2 laser was
demonstrated. It was found that the relationship between laser fluence and the
etch depth was similar to that found for UV ablation of the same material, however
the threshold was less well defined. The laser was tuned to a strongly absorbed
wavelength in PET (9.17µm). Thermalisation of the absorbed energy was assumed
to be rapid and on the time-scale of the decomposition of PET (10−7s). Photo-
acoustic measurements showed that ablation of the material occurred between 150
and 200ns after the 1.8J/cm2 laser pulse began (derived from the compressive
signal associated with ablated material leaving the surface). This was seen to be
consistent with the rate of thermal decomposition, calculated as being significant
(6%) at 150ns at a laser fluence of 1.8J/cm2 [9].
In a publication by Dadsetan et al [18] pulsed CO2 laser-induced surface modifi-
cation of PET (of 70µm thickness) was studied in terms of morphology, surface
chemical structure and surface properties. Samples of PET were irradiated using
wavelengths of 10.28µm, 9.58 µm and 9.25µm. The complicated surface micro-
structures observed were attributed to stress release in a melted surface layer,
similar to those observed in reference [9]. Crystallinity of the irradiated region
was shown to decrease, while amorphism of the PET surface increased and was
shown to be accompanied by degradation of the polymer [18].
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2.4.4 IR laser ablation of PP
The irradiation of polypropylene was studied by Bormashenko et al [41] using a
CO2 laser and it was noted that modest laser powers caused significant thermal
effects to the material. There was seen to be a distinguishable threshold, although
specific values were not given. The effects resulted in a change in the polymer
structure, revealed by IR absorption spectra.
Few papers were found that presented work on the IR irradiation and ablation of
polypropylene, particularly in the regime of interest. Femtosecond duration pulses
were used in reference [42], however the interaction of very short laser pulses adds
complexity to the mechanistic interpretation which is not applicable in this work.
2.5 Industrial context
Laser processing is of great importance in industry. Some uses of laser prepared
and ablated polymers include insulating films in the micro-electronics industry [7],
bio-compatible materials [18], wire insulation, coatings for heat exchangers and
automotive parts [23]. Lasers can be used to drill, mark, cut and weld polymers
for these applications and offer advantages over more mechanical systems such
as higher efficiency and increased throughput. For example, Bormashenko et al
noted the application of the laser marking of polypropylene at very high efficiency
and speed for their findings in their publication [41]. The applications of laser
micromachining in industry are reviewed extensively in a paper by Gower [4].
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The advantages of UV laser processing of materials over other techniques are as
follows [24]:
• Highly localised spacial interaction between the laser and polymer. The
minimum feature size is set by diffraction and it is possible to obtain sub-
micron definition.
• A definite threshold for significant material removal can be defined for ma-
terials and lasers of interest.
• Minimal heat affected zone.
The high resolution of UV laser ablation of polymers is an indication as to why laser
processing in the UV regime has received more attention than the IR counterpart.
In contrast to the UV laser, the CO2 laser has the attractive feature of being an
industry-accepted device with relatively low operating costs. Where resolution
becomes less critical, these lasers have a valuable role in polymer micro-machining
[8]. The advantages of these lasers in contrast to UV sources include higher pulse
energies, increased efficiency, the use of non-toxic gases and long term maintenance
free operation.
This author has not found any reference to the laser ablation of polymers using a
radio frequency excited CO2 laser with pulse durations in the approximate range
of 50–500µs. Literature indicates how the materials will behave under laser irra-
diation using these pulse durations, but experimental evidence and analysis are
required to understand the process fully and to determine whether longer-pulse
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IR lasers are a useful tool for both scientific understanding of laser ablation and
in the polymer machining industry.
The introduction to each chapter in this Thesis will provide additional context to
the work being carried out.
Chapter 3
The RF CO2 Laser System
3.1 Introduction
In this chapter, the various properties of a radio frequency excited carbon dioxide
(RF CO2) laser will be presented. The variable pulse duration of the laser has
been measured and calibrated. The energy per pulse has been determined from
measurements of the average power as a function of the laser repetition rate. In
addition, the operating wavelength of the laser has been investigated both in a time
integrated fashion and as a function of time during a laser pulse of approximately
200µs in duration.
3.2 The laser system
An RF CO2 laser with a manufacturers quoted average output power of approxi-
mately 100W was used for the experiments presented here. A transistor-transistor
logic (TTL) signal was used to enable and disable the RF power supply (which
had a frequency of 81MHz and a peak to peak voltage of 100s of volts), allowing
the pulse duration and repetition rate of the optical output to be controlled. The
TTL pulses were generated either from a PC or a signal generator (Farnell Pulse
Generator PH102). As the PH102 pulse generator offered more flexibility, this
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system is exclusively described here. The TTL pulses generated in this way were
monitored on an oscilloscope (HP Infinium 500MHz 2GSa/s).
The optical output of the laser was initially reflected from a long focal length
cylindrical gold coated brass mirror to reduce beam divergence in one plane. The
divergence was different in the horizontal and vertical direction due to the electrode
configuration in the wave-guide structure of the laser [43]. The beam was then
reflected from a plane gold coated brass mirror to a PC controlled motorised stage.
The metal mirrors were not aligned in order to maintain the polarisation of the
beam and no efforts were made to preserve the polarisation of the laser.
A schematic of the system is shown in figure 3.1.
Figure 3.1: Schematic of the basic laser system used. The laser output was
initially reflected from a long focal length cylindrical gold coated brass mirror
(1) to reduce beam divergence in one plane as the output of the slab waveguide
was astigmatic. The beam was then reflected from a plane gold coated brass
mirror (2) to a PC controlled motorised stage.
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3.3 Pulse duration measurements
The laser pulse duration was measured using a gold-doped germanium (Ge:Au)
liquid nitrogen cooled detector. Germanium cannot operate as an intrinsic IR de-
tector as its band gap is too wide at 0.67eV (corresponding to a photon wavelength
of 1.85µm). When cooled to 77K, germanium can be used in devices for detecting
wavelengths further into the infrared, but in order to detect CO2 laser wavelengths
(9-11µm) the germanium is doped with an impurity (in this case gold). The gold
provides extra energy levels in the forbidden gap between the conduction and
valance band. Longer wavelength, lower energy photons can excite electrons into
these impurity levels and the holes left behind in the valance band are effectively
swept out when an external bias is applied [44].
The detection system in this case consisted of the Ge:Au detector described above
mounted on a cold finger cryostat, which was evacuated to a pressure of 5x10−5mbar.
Liquid nitrogen was used to maintain a temperature of approximately 77K. The
cryostat window was made of anti-reflection coated germanium. The experimental
set-up used to determine the pulse duration and calibrate the system is shown in
figure 3.2.
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Figure 3.2: Schematic of the experimental set-up used to determine the laser
pulse duration. A low level (approximately 100nW) of laser light was scattered
from the unpolished aluminium plate onto the detector. A bias of -40V was
used, supplied via a battery pack to reduce noise pickup. The detector bias
unit was connected to the oscilloscope using a termination resistance of 6.8kΩ
in parallel with the 1MΩ input impedance of the oscilloscope. The oscilloscope
was triggered from the signal generator.
A bias unit (-40V) was used to extract the signal from the detector head and was
connected to the oscilloscope via D.C. blocking capacitors. A battery pack was
used to provide this, so as to reduce noise pickup. A low level of laser light was
scattered from an unpolished aluminium plate onto the Ge:Au detector (approxi-
mately 100nW). A termination resistance of 6.8kΩ was used, in parallel with the
1MΩ input impedance of the oscilloscope. This was found to provide the most
acceptable compromise between sensitivity and time resolution, as the recorded
rise time did not change for values below 6.8kΩ and the signal size was sufficient
for measurements to be made.
Figures 3.3 and 3.4 show two example pulse shapes obtained by using 200µs and
500µs duration TTL pulses from the signal generator.
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Figure 3.3: Laser pulse shape generated using a 200µs TTL pulse from the
signal generator. A repetition rate of approximately 5Hz was used.
Figure 3.4: Laser pulse shape generated using a 500µs TTL pulse from the
signal generator. A repetition rate of approximately 5Hz was used.
When using longer pulse durations (≥300µs), the signal from the detector was seen
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to decrease during the laser pulse and the signal voltage when the optical pulse
ceased was negative with respect to the initial level. This behaviour was attributed
to laser heating of the detector, which was thought to reduce the sensitivity. Figure
3.5 shows a laser pulse generated from a 1ms TTL signal and the recovery period.
The dotted line indicates the signal level before the laser was incident on the
detector.
Figure 3.5: A laser pulse shape generated from a 1ms TTL pulse from the
signal generator, showing detector recovery after the laser pulse had ceased. The
laser was running at a low repetition rate of approximately 1Hz. The dotted
line indicates the signal level before the laser pulse was incident on the detector.
In figure 3.5 the decrease in signal is obvious during the laser pulse and reaches
its largest negative value at the end of the pulse. The signal was seen to recover
before the next pulse, implying that the detector had cooled again.
The full width at half maximum (FWHM) of the pulse shapes were used to deter-
mine the pulse duration. These were used to produce a graph to calibrate between
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the TTL pulse duration and the measured optical output, so that in future the
optical pulse duration could be inferred from the TTL pulse duration of the signal
generator. This is shown in figure 3.6.
Figure 3.6: Calibration graph showing measured pulse duration as a function
of the duration of the TTL control signal applied to the laser power supply.
The linear regression line in figure 3.6 has a gradient of 0.95. The pulse durations
of the laser were consistently smaller than those from the signal generator and
were delayed by approximately 20µs after the start of TTL pulse. This delay was
attributed to the time taken for the laser to reach threshold for emission as a result
of the build-up time of the RF field. The pulse duration of the laser was inferred
from this graph for all future calculations, unless otherwise indicated. Calibration
graphs were also produced when using the PC to generate the TTL signal and
these were used when appropriate.
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3.4 Power and pulse energy
The average power of the laser was measured as a function of laser repetition
rate using a power meter (Coherent Labmaster Ultima). The power meter was
mounted on the PC controlled stage shown in figure 3.1. The raw beam of the
laser was positioned at the centre of the detector head. The consistency of the
results across the area of the detector was checked and it was found that the power
recorded was constant within the experimental uncertainty (approximately ±5%).
The power was taken approximately one minute after the laser was switched on
to allow stable operation. The results are shown in figure 3.7. In this figure the
range of duty cycles encompassed is approximately 2–40%.
Figure 3.7: Average power as a function of laser repetition rate at various
pulse durations. The pulse durations have been corrected using the calibration
graph in figure 3.6.
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Figure 3.8 shows a graph of energy per pulse as a function of pulse duration. The
pulse durations plotted are those corrected using the results presented in figure 3.6
(or the calibration graphs for the PC controlled TTL pulses depending on which
set of data was being analysed). This graph (and additional calibration graphs
for the case of the PC controlled parameters) was used to determine the pulse
energies for future experiments presented here.
Figure 3.8: Energy per pulse as a function of laser pulse duration. The pulse
energy was determined by consideration of the power measured as a function of
repetition rate for each pulse duration. The pulse durations have been corrected
using the calibration graph in figure 3.6.
The gradient of the linear regression line shown in figure 3.8 is 0.09mJ/µs. This
corresponds to an average laser power of 90W. This is consistent with the manu-
facturers specifications as some loss was expected from the mirrors used to direct
the beam to the stage where the power meter was positioned. This method of
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determining the laser average power arose from the fact that the laser could not
be run truly continuously, due to cooling requirements.
The laser pulse energy incident on the stage was controlled for selected pulse
durations using sodium chloride attenuators aligned at 5.4 ◦ from the perpendicular
to the beam propagation direction. The laser system including the attenuators is
shown in figure 3.9.
Figure 3.9: Schematic of the laser system set up including sodium chloride
attenuators aligned at 5.4 ◦ from the perpendicular to the beam propagation
direction. The rest of the system is the same as that shown in figure 3.1
The attenuators were used in pairs of opposing angles to conserve the beam path.
The attenuators were added in the same order each time to ensure consistency.
The transmitted power was measured for each pair of filters, which were added
cumulatively, and the attenuation determined. Figure 3.10 shows the calibration
curve for the attenuators. Assuming normal incidence, that the attenuation was
based on reflection and that no absorption occurred and that the refractive index of
NaCl is approximately 1.49 at the laser wavelength, the reflectivity was calculated
as 3.8% per surface, meaning that for each attenuator the total reflectivity would
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be approximately 7.5%. The line in figure 3.10 is therefore the theoretical result
based on an attenuation of 7.5% per filter. This line was plotted assuming that the
transmission (T) is proportional to the number of attenuators (x) and attenuation
per filter (AF) as shown in equation 3.1.
T = (1− AF)x (3.1)
Figure 3.10: Calibration curve for the sodium chloride attenuators. The
data points are derived from experimental data and the line is the theoretical
calibration based on an attenuation of 7.7% per attenuator.
The calculated results agreed with results found experimentally and the calibra-
tion curve shown in figure 3.10 was used for all further calculations involving the
attenuators. When not in use, the attenuators were kept warm and desiccated to
avoid absorption of ambient moisture.
Chapter 3. The RF CO2 Laser System 35
3.5 Wavelength
The CO2 laser transitions involve the vibrational and rotational levels of the CO2
molecule. There are three different quantized modes of vibrational states: sym-
metric stretching, bending and asymmetric stretching. These three vibrational
modes are assigned quantum numbers. The usual notation used to indicate the
vibrational mode is (abc), where a is number of quanta of the symmetric stretch
mode, b is the number of quanta of the bending mode and c is the number of
quanta of the asymmetric stretch mode. So, for example, one quanta of symmet-
ric mode vibration is indicated by (100) [45]. The simplified modes of vibration
are shown in figure 3.11.
Figure 3.11: Simplified representation of the three vibrational modes of the
CO2 molecule. The symmetric, bending and asymmetric modes are assigned
quantum numbers and are indicated in the figure by (a00), (0b0) and (00c)
respectively (adapted from [45, 46]).
Within the vibrational modes shown in figure 3.11 are multiple rotational states,
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also quantized. That is, each vibrational state is separated into a number of closely
spaced rotational levels. The rotational sublevels are assigned the rotational quan-
tum number, J [45]. Selection rules mean that the rotational state either decreases
or increases by only one quantum upon the transition from one vibrational level
to another, that is ∆J=±1. The letters P and R represent transitions where the
rotational quantum number within the vibrational mode increases or decreases by
one quantum value, respectively. A simplified energy level diagram of the CO2
molecule is shown in figure 3.12 [45, 47].
Figure 3.12: A simplified energy level diagram of the CO2 molecule. Also
shown is the metastable energy level of nitrogen which allows the asymmetric
stretching mode, (001), to be populated via collisions. This vibrational mode
then decays to one of either the bending or symmetric modes, resulting in the
emission of a photon of wavelength 9.6µm or 10.6µm respectively. Rotational
levels are shown with the vibrational modes (adapted from [45]).
Excitation of the CO2 gas is a two-stage process involving nitrogen as an interme-
diary gas, as shown in figure 3.12. Direct excitation of the CO2 molecule can also
occur, but this process is much less efficient. The CO2 is initially excited into the
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asymmetric stretching mode (001). It is from this vibrational level that emission
occurs. The lowest vibrational state of nitrogen is only 18cm−1 (0.0022eV) lower in
energy than that of the asymmetric stretching mode in CO2. This allows transfer
between the metastable nitrogen level and the asymmetric stretching CO2 energy
level via collisions. As well as nitrogen, helium is added to the gas mixture. This
increases the efficiency of the laser by deactivating the lower energy states of the
CO2 to the ground state (therefore maintaining the population inversion required
for lasing). The helium also acts as a buffer gas to exchange waste heat to the
laser cavity walls [45, 47].
Once a CO2 molecule is in the asymmetric vibrational state, the molecule loses
energy by decaying to one of either the bending or symmetric vibrational modes, as
shown in figure 3.12. These two decay paths result in the highest optical gain laser
transitions. The transition from the asymmetric to bending vibrational state (that
is, the (001) to (020) transition shown in figure 3.12) results in the emission of a
photon with a wavelength of 9.6µm. The asymmetric to symmetric decay pathway
(the (001) to (100) transition shown in figure 3.12) leads to the emission of a photon
with a wavelength of 10.6µm (or more specifically 10.59µm). Changes in the
rotational state of the CO2 molecule gives rise to other emission lines around these
two main wavelengths. Shown in figure 3.13 is a discrete spectrum of the emission
lines of the CO2 laser [47, 48] arising from the transitions between rotational levels
superimposed on the vibrational modes.
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Figure 3.13: A spectrum of the discrete emission wavelengths from the CO2
molecule showing the relative gain of each emission line. The vibrational and
rotational transitions are indicated on the spectrum (replotted data from [47,
48]).
The wavelength of the laser used in this work was determined using a spectrometer
(Optical Engineering, Inc., CO2 Spectrum Analyser, Model 16-A). A schematic of
the spectrometer [48] and experimental setup is shown in figure 3.14.
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Figure 3.14: Experimental setup used to determine the emission wavelength
of the laser. A gold coated brass mirror positioned at 45◦ to the beam path
was used to direct the laser radiation into the spectrometer via the entrance slit
(a). The beam was then reflected by a flat mirror (b) onto a concave mirror
(c), which collimated the beam after the slit. The light was then diffracted
by a diffraction grating (d), the first order lines reflected again by the concave
mirror and focussed onto the spectrometer readout. The readout consisted of a
thermally sensitive screen (e) illuminated by a UV lamp (f) and a scale (g).
The laser light was directed into the spectrometer using a gold coated brass mirror
at 45◦ to the incident beam. After passing through an entrance slit, the laser light
was reflected by a flat mirror, followed by a concave mirror which collimated the
beam, correcting the divergence caused by the slit. The beam was then incident
on a diffraction grating. The first order diffracted laser light was then incident on
the curved mirror a second time, which focused the emission lines onto a readout
scale. The readout scale consisted of a thermally sensitive screen illuminated by an
ultraviolet lamp. When the lines of the laser were incident on the strip they caused
darkening due to thermal bleaching and thus the wavelength and transition could
be determined from the scale. Various emission lines were observed to oscillate in
the wavelength range 10.53–10.63µm (P14–P24) for laser pulses of 189µs duration
at a repetition rate of 75Hz. The strongest line was the 10.59µm (P20) line.
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Initially the results were taken in a time integrated fashion using the fluorescent
strip in the spectrometer, as described, but it was noted that the wavelength
appeared to change during the laser pulse. Thus, time resolved measurements were
performed to determine wavelength changes during the pulses. The experimental
setup used is shown in figure 3.15.
Figure 3.15: Experimental setup used to determine the wavelength of the
laser as a function of time during the laser pulse. The Ge:Au detector was posi-
tioned where a line was detectable and a slit of approximately 0.5mm width was
used, both to determine the laser transition and ensure only one line was being
detected. The detector was used in the same manner as has been previously
described.
This time the fluorescent strip was removed and the Ge:Au detector was used to
measure the signal of each laser line. A slit approximately 0.5mm wide was used to
ensure that the lines were measured individually. The slit also allowed the specific
laser transition to be accurately determined from the scale in the spectrometer.
The time resolved wavelength results are shown in figure 3.16. The pulse dura-
tion of the laser was 189µs. It should be noted that the measurements of each
wavelength were not taken simultaneously and therefore the results only give a
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representation of how each wavelength evolved in time during the laser pulse on
average.
Figure 3.16: Graph showing time resolved wavelength measurements of the
laser. It should be noted that the measurements were not made simultaneously
and do not represent a single pulse breakdown of the wavelengths present. The
measurements were made using the Ge:Au detector described previously. A slit
of approximately 0.5mm width was used to ensure laser lines were measured
individually and no averaging was used.
The graph in figure 3.16 clearly shows that the laser pulse was made up of different
wavelength components that were present at different times during the pulse. The
10.59µm laser line was seen to be present during the majority of the pulse. The
wavelength range measured was therefore 10.53–10.63µm (excluding 10.55µm) re-
sulting from the P14, P18, P20, P22 and P24 rotational lines in the 001 to 100
vibrational transition. The P16 transition (10.55µm) was not observed in this
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particular experiment but was seen to be present during the time integrated ex-
periment. It will therefore be included in future calculations unless otherwise
indicated.
Taking into account the spectrum shown in figure 3.13, the wavelength range cor-
responding to the highest gain lines for the P branch of the 001 to 100 vibrational
transition is in agreement with the results obtained here.
3.6 Discussion and Conclusion
In this chapter the parameters of an RF-CO2 laser system have been reported.
Calibration of the laser pulse duration with respect to the pulse duration of the
TTL pulses ensured that the pulse durations quoted are those which would arrive
at the sample surface. Good correlation between the requested pulse duration
(using a signal generator) and the pulse durations measured (using a Ge:Au liquid
nitrogen cooled detector) was observed, with a calibration factor of 0.95. The
pulse duration was calibrated between 50µs and 1ms (TTL) which corresponds to
47.5µs and 950µs (measured from the laser) and thus the laser could be reliably
operated in this range with a well defined pulse duration.
The laser pulse duration and average power measurement led to the calibration of
the energy per pulse. As expected from manufacturers specifications, the average
power of the laser was found to be 90W (allowing for anticipated losses from the
optical system). Using the laser pulse duration range above, this corresponds to
a minimum energy per pulse of 4.3mJ and a maximum of 85mJ. The attenuators
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that have been characterised in this chapter had a maximum attenuation of ap-
proximately 48%. Consequently, the laser could be operated with a range of pulse
energies between 2.2mJ and 85mJ.
The wavelength of the laser was measured using a spectrometer. This was done
in both a time integrated and time resolved fashion. It was found that the laser
changed wavelength during the laser pulse. This line hopping is common and in
a study by Plinski et al [49] a similar experiment was performed using a diffrac-
tion grating to separate the spectral contents of the pulse and photodetectors to
measure the signal of each component. The hopping observed in the work was
between laser wavelengths of 10.57µm and 10.65µm and during the laser pulse.
This is similar to the effects noted here.
A range of emission wavelengths between 10.53µm and 10.63µm was observed.
However, the most common wavelength recorded in both experiments was 10.59µm,
which was present for the longest part of the pulse and gave the strongest signal
when the pulses were measured in the time integrated experiment. It was decided
that 10.59µm would be used for calculations, unless otherwise stated.
At a wavelength of 10.59µm the laser spot size was calculated for a 90mm focal
length lens. This lens was used for further experiments where focussing of the
beam was required. The spot size was determined from equation 3.2, where r is
the focussed beam radius, λ is the laser wavelength, f is the focal length of the
lens and ωL is the beam radius at the entrance to the lens. In this case, ωL was
measured using the thermal response of fax paper to be approximately 2mm.
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r =
λf
piωL
(3.2)
The equation assumes that the beam quality factor, M2 was equal to one and
is therefore not shown in the equation. That is, the laser was assumed to be
operating in the TEM00 [50].
Using equation 3.2, the approximate radius of the focussed beam was calculated
to be 152µm at a laser wavelength of 10.59µm. This resulted in an area of ap-
proximately 7.3x10−4cm2 at the focal point of the lens. Using the range of pulse
energies above, the fluences available using a 90mm focal length lens at the focal
point were in the range 3–116 J/cm2. Considering the tables of results given in the
literature review, this fluence range included the threshold fluences for ablation
for PI, PEEK, PET and PP.
Chapter 4
Thermal and Infra-red Optical
Properties of PI, PEEK, PET and PP
4.1 Introduction
In this chapter, the infrared optical and thermal properties of a selection of poly-
mers has been investigated. The polymers selected were Polyimide Kapton HN
(PI), poly(ether ether ketone)(PEEK), poly(ethylene terephthalate)(PET) and
poly(propylene) (PP). The decomposition temperature of each material has been
determined by thermo-gravimetric analysis (TGA) in air. The optical absorp-
tion coefficient of each material has been measured at room temperature and as
a function of temperature using fourier transform infrared (FTIR) spectroscopy.
Additionally, the time resolved transmission of the unfocussed laser beam through
each polymer has been determined to investigate laser interaction with the mate-
rials.
4.2 Polymers
The polyimide (PI) polypyromellitic dianhydrideoxydianiline (PMDA-ODA) is
commercially known as Kapton and is one of the most commonly used polyimides
in the electronics industry, particularly for flexible printed circuits boards. Other
uses include sleeve bearings and valve seatings in the aerospace industry [51]. Laser
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ablation offers an attractive method of drilling, cutting and marking this material,
having applications in the micro-electronics industry. For example, laser removal
of the film in certain locations permits electrical conduction through a circuit [7].
There are a number of available Kapton films, the two most common being Kapton
H and Kapton HN. The two types possess the same (PMDA-ODA) chemistry and
have the same physical and chemical properties. The difference between them
is that Kapton HN contains a slip additive based on dicalcium phosphate while
Kapton H does not [52]. The structural formula of a Kapton monomer is shown
in figure 4.1 [19, 51].
Figure 4.1: The structural formula of a Kapton PI monomer [19]. The parts
labelled PMDA (pyromellitic dianhydride) and ODA (oxy dianiline) refer to the
components from which the polymer is synthesized.
In figure 4.1, the sections labelled PMDA and ODA refer to the components from
which PI is synthesised; pyromellitic dianhydride and oxy dianiline respectively.
Polyether ether ketone (PEEK) is a physically strong polymer with high temper-
ature resistance, good chemical resistance and inherently low flammability, wa-
ter absorption and smoke emission [51]. Industrial applications include flexible
printed circuit boards, injection moulded engineering components and items used
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in aerospace and radiation environments [51, 53]. The high solvent resistance,
good impact-strength and good thermal stability make it a good candidate as a
thermoplastic matrix for graphite composites [51].
The structural formula of a PEEK monomer is shown in figure 4.2 [54].
Figure 4.2: The structural formula of a PEEK monomer [54].
Polyethylene terephthalate (PET) is a thermoplastic polymer used extensively in
the manufacture of high-strength textile fibres, photographic films, cable coatings
and bottles [55, 56]. PET has a very low gas and water-vapour permeability due
to its high crystallinity, making it particularly applicable as a barrier film in food
packaging (especially plastic bottles for carbonated drinks) [51]. The chemical
structure of PET is shown in figure 4.3 [56].
Figure 4.3: The structural formula of a PET monomer [56]
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The light weight thermoplastic polymer polypropylene (PP) is used widely for
the manufacture of pipe, sheet, blow moulded containers, textile fibre (carpeting,
webbing, rope, cordage) and in the toy industries [51, 56, 57]. The structural
formula of PP is shown in figure 4.4 [51].
Figure 4.4: The structural formula of a PP monomer [51]
Polymers are broadly classified into two categories: thermoplastic and thermoset.
Thermoplastics are polymers which can be melted upon the application of heat.
Thermosets are intractable once formed and degrade rather than melt upon heat-
ing [51, 58]. PI is classified as thermoset, decomposing rather than melting. PEEK,
PET and PP, on the other hand, are thermoplastic, having a melting temperature.
All the polymers used in this work were obtained from Goodfellow Cambridge Ltd,
UK.
4.3 Thermo-gravimetric Analysis of PI, PEEK,
PET and PP
It was expected that, due to the wavelength of the laser being used in this work,
the dominant mechanism for laser induced change in the polymers would be a
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result of their thermal response. Thermal degradation would therefore be the
most likely route for laser induced damage, as has been discussed briefly in the
literature review in Chapter 2. The decomposition temperature of each of the
polymers was measured using thermo-gravimetric analysis (TGA). This technique
involves heating a known weight of a sample and measuring the weight loss as a
function of temperature. The instrument used was a Mettler Toledo TGA with
STARe System Software v. 9.10.
The results for the sample weight remaining as a function of polymer temperature
are shown in figure 4.5 for PI. The TGA was performed in an air atmosphere with
a gas flow rate of 100mL/min and a heating rate of 20K/min.
Figure 4.5: The weight of a PI sample as a function of temperature. The
TGA was performed in an air atmosphere with a gas flow rate of 100mL/min
and a heating rate of 20K/min.
The rate of weight change of PI was then plotted as a function of temperature
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to determine the inflexion point of the graph shown in figure 4.5 and therefore
determine the temperature of decomposition more accurately. This is shown in
figure 4.6.
Figure 4.6: The rate of weight change of a PI sample as a function of tem-
perature. The TGA was performed in an air atmosphere with a gas flow rate
of 100mL/min and the heating rate was 20K/min.
It is clear from figure 4.6 that there was significant decomposition at a temperature
of 880K. Values for the temperature of decomposition of PI in the literature were
found to be in the range of 823-877K [59–61] which is broadly consistent with the
value found here. The small difference was attributed to the atmosphere in which
the TGA was performed and slight differences in the PI sample sources. The de-
composition temperature of 877K in reference [59] was determined in a nitrogen
atmosphere at a heating rate of 10K/min. In reference [60] the PI sample was
sandwiched between two aluminium plates and heated in an argon atmosphere at
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a rate of 7K/min, yielding a decomposition temperature of 823K. Finally, in refer-
ence [61] a decomposition temperature of 845K was obtained in an air atmosphere
at heating rates in the range 5–40K/min. Reference [61] also shows a two stage
decomposition as was observed in the experiments performed here. In the refer-
ence the second stage decomposition occurred at a temperature of approximately
1100K, whereas the experimental data obtained in this work indicated that the
second stage of decomposition occurred at 970K. The second stage was thought
to be oxidative in nature, as it was not observed in a nitrogen atmosphere [61].
Similarly, the rate of weight change of PEEK, PET and PP samples are shown in
figure 4.7 as a function of temperature. The results were taken in an air environ-
ment with a gas flow rate of 100mL/min and the rate of heating was 20K/min, as
with the PI sample.
Figure 4.7: The rate of weight change of PEEK, PET and PP samples as a
function of temperature. The TGA was performed in air with a gas flow rate
of 100mL/min and a heating rate of 20K/min.
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From the results shown in figure 4.7 it is clear that significant decomposition of
PEEK occurred in two stages, the first at 875K and the second at 970K. Results
for the decomposition temperature of PEEK in air in the literature range from
833–853K for the first stage of decomposition and 863–923K for the second [62–
64]. In reference [62] the rate of heating was 10K/min and the air flow rate
was 50mL/min, resulting in a decomposition temperature of approximately 853K
and 923K for the first and second stages respectively. In reference [63] the rate of
heating was also 10K/min, however the air flow rate was 10mL/min. Two pyrolysis
steps at temperatures of 833K and 863K were observed. The parameters used for
TGA were not specified in reference [64] except that the analysis was performed
in air, yielding temperatures of 848K and 923K for the first and second stages of
decomposition respectively. The results obtained in this work are within the range
of those quoted in the literature.
A two stage decomposition process was observed for PET where the first stage oc-
curred at 725K and the second at 850K. The literature values for the temperatures
of the first and second stage decomposition in air were in the range 699–703K and
797–823K respectively [65, 66]. The heating rate in both references were 10K/min.
The gas flow rate was not indicated in either publication except that the analysis
was performed in air. The results obtained in this work were slightly higher than
those in the literature. This was assumed to be due to the slightly different heating
rates and the material sources.
It is clear from figure 4.7, that the temperature of the maximum rate of decom-
position of PP was 620K. In the literature a range of 611–614K was found for the
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maximum rate of decomposition in air [67, 68]. In reference [67] the temperature
of decomposition of PP was found to be 614K in an air environment at a heating
rate of 20K/min. In reference [68] a heating rate of 20K/min was also used and
a decomposition temperature of 611K was obtained. Neither reference stated the
flow rate of the gas.
Results obtained for the decomposition temperatures of all the polymers in this
work were consistently higher than those found in the literature. Repeat measure-
ments indicated that this was likely to be a systematic effect as there was little
change between experimental runs. The difference in experimental details such as
the heating rate and gas flow rate could explain this and the materials used in
the literature were obtained from different manufacturers than those in this work.
Also, any uncertainty in the temperature calibration of the instrument used in this
work could account for the inconsistency between results found in the literature
and those measured here.
4.4 Fourier Transform Infrared Spectroscopy
An FTIR spectrometer (Thermo-Scientific Nicolet 380 FTIR Spectrometer and
Omnic software) was used to determine the IR optical properties of the polymer
samples at room temperature and as a function of elevated temperature. This was
to allow quantification of laser absorption and the effect of laser heating on optical
coupling to be investigated. Detailed operating principles of an FTIR spectrometer
can be found in reference [69].
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The polymers were mounted on a frame in the instrument and multiple spectra
were taken to ensure consistency. The thickness of the PI used for the FTIR
analysis was 125µm. The PEEK, PET and PP samples were 75µm thick.
The results obtained for PI are shown in figure 4.8, where apparent absorbance is
plotted as a function of wavenumber.
Figure 4.8: FTIR spectrum of PI (125µm thick sample) showing apparent
absorbance as a function of wavenumber.
The wavelength measurements taken earlier indicated that the laser was operating
on several emission lines between wavelengths of 10.53µm and 10.63µm, with a
most prevalent wavelength of 10.59µm. The FTIR spectrum around this range is
shown in figure 4.9, where wavenumber has been converted to wavelength. Also,
the absorbance (A) has been converted into percentage transmission (T) using
equation 4.1.
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T = 100× 10-A (4.1)
Figure 4.9: FTIR spectrum of PI (125µm thick sample) showing the percent-
age transmission (not corrected for reflective losses) as a function of wavelength.
The reduction in intensity (I) of a transmitted beam due to absorption can be
calculated from the following well known Beer-Lambert law equation. In equation
4.2, I0 is the initial intensity, z is the distance within the sample (which is the sam-
ple thickness when calculating transmission) and α is the absorption coefficient.
I = I0e
−αz (4.2)
The distance (or depth) at which z is equal to the reciprocal of the absorption
coefficient is known as the optical absorption depth and is the characteristic depth
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at which the intensity drops to 1
e
of the initial value. This depth was calculated
for each polymer and gives some indication of the irradiated volume within the
sample. This will be discussed in more detail later.
Equation 4.2 was rearranged to include the transmission. The ratio of the two
intensities multiplied by 100 was the percentage transmission. The equation used
is shown below.
α = −1
z
ln
[
T
100
]
(4.3)
The transmission (T) was used to calculate the absorption coefficient (α) using
equation 4.3. The distance (z) was the film thickness (125µm for PI).
The transmission shown in the graph in figure 4.9 does not take into account
the reflection from both surfaces of the PI sheet. The transmission data shown
are known as external transmission values, whereas the transmission taking into
account the reflection is known as the internal transmission (i.e. assuming no
interfaces). The refractive index of PI is 1.73 [70] at 10.60µm and the reflectivity
(R) was calculated from equation 4.4. Here, n0 is the refractive index of air and
n1 is the refractive index of PI. The extinction coefficient is not included, as in
reference [70] it is very small and does not have a significant effect on the reflectivity
when used in the calculation.
R =
[
n0 − n1
n0 + n1
]2
(4.4)
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Using equation 4.4, a reflectivity of 7.2% was calculated for the front surface.
However, the reflection from the back surface will have a smaller contribution
to the total reflected light due to absorption through the sample thickness. This
front surface reflectivity is in agreement with reference [7], which quotes reflectivity
values between 6% and 9% from transmission and reflection experiments performed
using a TEA-CO2 laser at a wavenumber of 944cm
−1.
The absorption coefficients with and without the reflectivity are shown in equa-
tions 4.5 and 4.6 respectively. Here, the transmission has been modified to include
reflection at the interfaces as well as absorption through the material. In the equa-
tions αR is the absorption coefficient corrected for reflectivity, α is the absorption
coefficient not corrected for reflectivity, R is the reflectivity based on the refractive
index and z is the sample thickness.
αR = −1
z
ln
[
(1− R)2e−αz
100
]
(4.5)
α = −1
z
ln
[
e−αz
100
]
(4.6)
The difference between the absorption coefficients is therefore given by equation
4.7.
∆α =
2
z
ln(1− R) (4.7)
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Using the reflectivity for PI, the reduction in absorption coefficient caused by
accounting for the reflectivity was calculated to be ∆α=12cm−1. This was the
internal absorption coefficient. All corrected results shall be referred to as simply
the absorption coefficient henceforth, unless otherwise indicated.
The results for PI are shown in figure 4.10.
Figure 4.10: The absorption coefficient of PI as a function of wavelength,
calculated from the transmission spectrum.
An absorption coefficient of 270cm−1 at 10.59µm is reported in reference [7] for a
polyimide (Kapton type H). The absorption coefficient in reference [7] was obtained
by determining the transmission of polyimide (type H) films of 75µm thickness
using the 10.59µm line of a grating tuned pulsed CO2 laser. The value for the
absorption coefficient at 10.59µm obtained in this work is 295cm−1. The difference
between the two values may be attributed to the slightly different materials being
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used for the study and the methods used to determine the transmission, however
the values are the same order of magnitude. The percentage difference between the
two results was calculated as approximately 8.5%, which is acceptable considering
the usual experimental uncertainties.
The method detailed above was also used to determine the FTIR spectra and
therefore the absorption coefficients of PEEK, PET and PP. All results were cor-
rected for reflectivity, using the method detailed above.
Based on a refractive index of 1.65 [71], the reflectivity of PEEK was calculated to
be 6%. The corrected absorption coefficient is shown as a function of wavelength
in figure 4.11.
Figure 4.11: The absorption coefficient of PEEK as a function of wavelength.
As can be seen from figure 4.11, the absorption coefficient for a laser wavelength of
10.59µm was found to be 361cm−1. In reference [6] the transmission spectrum for
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a 25µm thick PEEK film was measured. The transmission at a laser wavelength
of 10.59µm was inferred from the graph in the reference as being in the range of
40–50%. Using equation 4.3, this corresponds to an absorption coefficient range
of 277–366cm−1. The results found here are consistent with this.
The refractive index of PET has been reported to be 1.73 in reference [72]. In
the reference, the refractive index was determined by placing a film of known
thickness (in the reference this was 49µm) as a beam splitter in an interferometer.
Due to interference effects in the film, intensity minima and maxima were observed,
allowing the refractive index to be calculated [72]. The experiment was performed
over a range of wavenumbers, up to 1200cm−1.
The reflectivity (R) of PET was calculated to be 7.2%. The corrected absorption
coefficient of PET is shown in figure 4.12 as a function of wavelength.
Figure 4.12: The absorption coefficient of PET as a function of wavelength.
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The value obtained for the absorption coefficient of PET at 10.59µm was 123cm−1.
In reference [72] the transmission spectrum of PET as a function of wavenumber
is presented. It is possible to estimate the absorption coefficient from the results
in the reference for comparison to results presented here. At a wavenumber of
944cm−1 (corresponding to a laser wavelength of 10.59µm) the transmission was
inferred from the data in the reference as being approximately 35-45%. Using a film
thickness of 49µm, the absorption coefficient was calculated to be in the range 163-
214cm−1. Although the values are close, the absorption coefficients in the range
calculated from the reference are larger than those measured experimentally here.
This could be due to a difference in the manufacturing process of the polymers
used or the method used to determine the transmission spectrum.
The absorption coefficient as a function of wavelength of PP is shown in figure
4.13. The reflectivity was calculated as being 4% from a refractive index of 1.5
[71, 72]. The absorption coefficient was reduced by 11cm−1 to account for this.
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Figure 4.13: The absorption coefficient of PP as a function of wavelength.
The absorption coefficient of PP at 10.59µm was found to be 20cm−1. From the
transmission spectrum of PP given in [72] the absorption coefficient was calcu-
lated. At a wavenumber of 944cm−1 the transmission was estimated from the
data in the reference as being approximately 85-90%. Using a film thickness of
15µm, the absorption coefficient was calculated as 70-108cm−1. In two papers
by Bormashenko et al [41, 73], the transmission of PP was also measured. The
transmission was estimated from the spectrum given in the paper to be 85–90%
with a film thickness of 20µm. This gave an absorption coefficient in the range
53–81cm−1.
The optical parameters of PP were measured more directly in reference [74], for
a laser wavelength of 10.6µm. The absorption coefficient was found to be 38cm−1
from measurements of transmission and use of the Beer-Lambert law. However,
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whereas FTIR spectroscopy allowed the transmission to be determined for a range
of wavelengths in this work, the experiment in reference [74] used only a laser
beam with a wavelength of 10.6µm and does not specify the nature of the laser
used.
Again the results found in the literature are larger than the results found experi-
mentally and is assumed to be due to the different FTIR spectroscopy equipment
and difference in manufacturer of the polymer.
Shown in figure 4.14 are the absorption coefficients as a function of laser wavelength
at room temperature for all the polymers studied, for comparison.
Figure 4.14: The absorption coefficient as a function of wavelength for PI,
PEEK, PET and PP at room temperature. The absorption coefficients were
calculated from the transmission of each polymer and were corrected for reflec-
tivity. The vertical line on the graph indicates the laser operating wavelength
of 10.59µm.
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The results found in this section are summarised in table 4.1 for the laser wave-
lengths measured in Chapter 3.
Table 4.1: Room temperature optical absorption coefficient of PI, PEEK,
PET and PP for different laser wavelengths
Wavelength PI PEEK PET PP
(µm) α (cm−1)
10.53 172 503 143 17
10.55 204 455 134 17
10.57 246 403 128 17
10.59 295 361 123 20
10.61 337 341 120 25
10.63 365 355 118 30
4.5 The Effect of Polymer Temperature on the
Absorption Coefficient
It has been shown previously that the absorption coefficient of polymers changes as
a function of temperature in the IR region [8]. In this reference, the effect of tem-
perature on the absorption coefficient of Upilex polyimide R film at the strongly
absorbed wavelength of 9.21µm (TEA CO2 laser) was measured. Room temper-
ature measurements yielded an absorption coefficient of 1900cm−1 at 9.21µm. It
was seen that the absorption coefficient reached a peak of almost 2000cm−1 at a
temperature of approximately 450K, before falling to 1500cm−1 at 900K.
In order to extend the work by Dyer et al [8] and examine how the whole IR
spectrum changes upon heating, the temperature dependence of the absorption
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coefficient of the polymers was measured using an in house fabricated heated
sample holder. A schematic of the heater is shown in figure 4.15.
Figure 4.15: The heater fabricated to study the change in absorption coeffi-
cient of the polymer samples as a function of temperature. (a) is the front view
of the heater and (b) is the top view. The sample holder was made from copper
and the heaters used were 100W rated cartridge heaters housed in the copper
vertically and parallel to the aperture. The polymer being studied was clamped
tightly in place over the aperture by a supporting frame to ensure good heat
flow between the copper and the test material.
Two electrical heaters were mounted in a copper block which included an aperture
so that transmission measurements could be be made. The polymer was held
tightly in place using a supporting frame which ensured good heat flow between
the copper and polymer. The heaters were 100W rated cartridge heaters with
a maximum working temperature of 750◦C (from manufacturers data). A close
milled interference fit was used to ensure minimal heat flow interruption between
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the heaters and the copper. The voltage supplied to the heaters was controlled with
a variac. The temperature of both the copper block and polymer was monitored
throughout the experiment using a k-type, fibreglass coated, thermocouple and
custom readout box.
The TGA data described earlier in this chapter gave the decomposition temper-
ature of the polymers and these temperatures were not exceeded during the ex-
periment. The melting temperatures of PEEK, PET and PP were also considered
and the temperature of the copper block was monitored during the experiment to
ensure that the melting point of each material was not exceeded, as the copper
block was in close contact with the polymers. Individual melting temperatures
will be discussed when detailing the results of each polymer. A heat mat was
placed between the heating rig and the FTIR spectrometer base to protect the
equipment. A schematic of the experimental set-up is shown in figure 4.16.
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Figure 4.16: The experimental set-up used to measure the FTIR spectrum of
the polymer samples as a function of temperature. The heating rig was placed
in the FTIR spectrometer such that the beam passed through the aperture
and thus the polymer. The surface temperature of the polymer was measured
using a k-type, fibre-glass coated thermocouple and readout box. The voltage
supplied to the heaters (and thus temperature of the heaters) was controlled
using a variac.
As stated before, the absorption coefficient refers to the internal absorption co-
efficient which was corrected for the reflective losses calculated in the previous
section. Calculations for each polymer within the temperature range revealed
that the reflectivity remained approximately constant.
Figures 4.17 and 4.18 show the absorption coefficient as a function of wavelength
for PI at a number of different polymer temperatures ranging from room temper-
ature (approximately 300K) to approximately 520K, for the heating and cooling
cycles respectively. Measurements made by TGA earlier in this chapter indicated
the decomposition temperature to be 880K (in an air atmosphere). This was not
exceeded by the copper block during the experiment as this was the region of the
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heater which was in closest contact with the sample. Although only 5 and 6 differ-
ent temperatures are shown in figures 4.17 and 4.18 respectively (as an overview
of the behaviour of the material), spectra were taken at 17 different temperatures
for the heating cycle and 11 for the cooling. The room temperature measure-
ment in figure 4.9 was taken after several hours had elapsed after the previous
measurement.
Figure 4.17: The absorption coefficient of PI as a function of wavelength at
different temperatures during the heating cycle.
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Figure 4.18: The absorption coefficient of PI as a function of wavelength at
different temperatures during the cooling cycle. The room temperature mea-
surement was taken a number of hours after the equipment was allowed to cool
completely.
In reference [8], it was suggested that the change in absorption coefficient as a
function of temperature observed in Upilex polyimide R could be attributed to
the thermal population of higher vibrational states within the polymer. The opti-
cally driven oscillator would then become anharmonic, resulting in red-shift, and
line broadening could also occur. It is clear from figures 4.17 and 4.18 that the
temperature of the polymer had an appreciable effect on the absorption coefficient
for certain wavelengths and almost no effect for others, within the range shown. It
was noted that the peak which occurred at a wavelength of approximately 10.64µm
at room temperature underwent a degree of red-shift, moving from the initial po-
sition to a wavelength of around 10.69µm. Therefore, significant changes in the
absorption coefficient of PI at wavelengths on the edge of this peak were expected.
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As has been previously discussed, a laser wavelength of 10.59µm was found to be
the most prevalent emission line. Thus, the absorption coefficient as a function
of temperature for the heating and cooling cycle for this wavelength is shown in
figure 4.19.
Figure 4.19: The absorption coefficient of PI as a function of polymer tem-
perature at a wavelength of 10.59µm. Both the heating and cooling cycles are
shown and are indicated in the legend. The room temperature absorption on
the cooling cycle was measured a number of hours after the 318K measurement.
Figure 4.19 shows a decrease in the absorption coefficient of PI of approximately
30% over the temperature range measured. The effect was reversible, as can be
seen in the figure, but demonstrated a small inconsistency on the cooling curve
between approximately 350K and room temperature. As this path dependence
occurred at temperatures below 100 ◦C, the apparent hysteresis was thought to
be caused by temperature induced moisture loss from the PI, followed by slow
re-absorption or adsorption. Water (with an extrapolated absorption coefficient
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of 850cm−1 at 10.59µm [75]) can be absorbed in PI at a level of approximately 3%
by weight over a 24 hour period [76]. As previously mentioned, a number of hours
elapsed between measurements at 318K and 293K (room temperature) during the
cooling cycle, allowing re-absorption of water from the surrounding environment
and thus giving a possible explanation for the hysteresis observed.
The laser was also shown to operate at wavelengths of 10.53µm, 10.55µm, 10.57µm,
10.61µm and 10.63µm. The absorption coefficient of PI as a function of tempera-
ture during heating is shown in figure 4.20 for all the wavelengths for comparison,
including 10.59µm. The wavelengths are indicated in the legend on the graph.
Figure 4.20: The absorption coefficient of PI as a function of temperature
for all the laser wavelengths for the heating cycle. The laser wavelengths are
indicated in the legend on the graph.
The results shown in figure 4.20 indicate that at every wavelength there was a
steady decrease in the absorption coefficient as the temperature was increased,
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with the exception of 10.53µm, which showed an initial decrease in the absorp-
tion coefficient up to a temperature of approximately 350K, followed by a steady
increase.
The absorption coefficient as a function of temperature was measured for PEEK
using the method detailed for PI above. In references [62, 63], the melting tem-
perature of PEEK was determined by differential scanning calorimetry (DSC).
Briefly, DSC is a thermal analysis technique that measures the change in energy
provided to a sample and a reference material. Any phase change in the sample
material (for example melting) results in more or less energy being supplied to the
sample to keep it and the reference at the same temperature. The resulting curve
allows the phase change temperatures to be determined from peaks or troughs in
the energy being supplied [77].
The DSC results found in the literature were for semi-crystalline PEEK [62, 63].
Two melting temperatures were observed, the lower being in the range 486–551K
and the higher being in the range 606–615K. The reason for the double melting
temperatures is thought to be due to the semi-crystalline nature of the PEEK
being studied in the references and from four contributions: melting of the origi-
nal crystalline part of the material, recrystallisation, remelting of this crystalline
structure and melting of the core crystalline regions [63]. It follows that the tem-
perature at which melting occurs would depend on the initial amount of crystalline
material in the PEEK sample and the thermal history of the sample. The man-
ufacturers information states that thin films of PEEK are usually amorphous in
nature [53]. Therefore it is likely that the initial peak of melting would not occur
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due to there being no crystalline states present in the sample before heating. The
melting temperature was therefore assumed to be in the higher range and the
copper block was not allowed to exceed this temperature.
Figures 4.21 and 4.22 show the absorption coefficient as a function of wavelength
for PEEK at a number of different polymer temperatures ranging from room tem-
perature (approximately 300K) to approximately 370K, for the heating and cooling
cycles respectively. Although only 5 different temperatures are shown in figures
4.21 and 4.22 as an overview of the behaviour of the material, 9 different temper-
atures within the range were recorded for the heating and 12 for the cooling.
Figure 4.21: The absorption coefficient of PEEK as a function of wavelength
at different temperatures during the heating cycle.
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Figure 4.22: The absorption coefficient of PEEK as a function of wavelength
at different temperatures during the cooling cycle.
It is clear from figures 4.21 and 4.22 that a change in polymer temperature had a
modest effect on the absorption coefficient, particularly around the wavelength of
10.59µm. The peak which occurred at a wavelength of approximately 10.50µm at
room temperature was seen to red-shift slightly as the temperature was increased.
A degree of broadening of this peak was also observed.
In figure 4.23, the absorption coefficient of PEEK as a function of temperature for
a wavelength of 10.59µm is shown. It is important to note that the absorption
coefficient measurements at room temperature and 323K for both the heating and
cooling cycle are so similar that they do not appear as separate points on the
graph, although two data points are plotted for both these temperatures.
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Figure 4.23: The absorption coefficient of PEEK as a function of polymer
temperature at a wavelength of 10.59µm for both the heating and cooling cycle
(indicated in the legend). Note that the absorption coefficient measurements
at room temperature and 323K for both the heating and cooling cycle are so
similar that they do not appear as separate points on the graph, although two
data points are plotted for each temperature.
The results shown in figure 4.23 show an increase in the absorption coefficient
of approximately 16% over the temperature range measured at a wavelength of
10.59µm. The effect was reversible, as can be seen in the figure, and did not appear
to demonstrate the same hysteresis as was observed in the PI. This was attributed
to the fact that the water absorption by weight in PEEK is much lower than that in
the PI sample investigated earlier, at a maximum of approximately 0.4% by weight
over 24 hours [53, 78]. The implication was that during the experiment there was
not sufficient water content in the material to change the absorption coefficient
due to evaporation during heating. Thus, no re-absorption was observed in the
cooling cycle.
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Figure 4.24 shows the absorption coefficient as a function of temperature for the
laser wavelengths measured in this work.
Figure 4.24: The absorption coefficient of PEEK as a function of temperature
for the laser wavelengths for the heating cycle only. The laser wavelengths are
indicated in the legend on the graph.
Clearly, all the wavelengths show the same behaviour in terms of the change in
absorption coefficient as a function of temperature. The absorption coefficients
increased by approximately 18% of the initial value at room temperature.
The same process was used to measure the FTIR spectrum of PET as a function of
temperature. The melting temperature of PET is in the range 416–538K [51, 79].
This temperature was not exceeded by the copper block during the experiment for
the reasons explained before.
The results are shown in figures 4.25 and 4.26 for the heating and cooling cycles
respectively. Although only 5 different temperatures are shown in figures 4.25 and
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4.26 as an overview of the behaviour of the material, 9 and 11 different tempera-
tures within the range were used for the heating and cooling cycles respectively.
It should be noted that on the cooling cycle the room temperature measurement
was taken a number of hours after the equipment was allowed to cool completely.
Figure 4.25: The absorption coefficient of PET as a function of wavelength
at different temperatures during the heating cycle.
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Figure 4.26: The absorption coefficient of PET as a function of wavelength
at different temperatures during the cooling cycle. The room temperature mea-
surement was taken a number of hours after the equipment was allowed to cool
completely.
It is clear from figures 4.25 and 4.26 that the change in temperature of PET had an
effect on the absorption coefficient which was fairly independent of the wavelength
in terms of percentage change. For the most common laser operating wavelength
(10.59µm) the absorption coefficient of PET as a function of temperature is shown
in figure 4.27 for the heating and cooling part of the experiment.
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Figure 4.27: The absorption coefficient of PET at 10.59µm as a function
of polymer temperature for both the heating and cooling cycle. The room
temperature result for the cooling cycle was taken a number of hours after the
equipment was allowed to cool completely.
It is clear from figure 4.27 that the temperature rise caused the absorption coef-
ficient of the polymer to increase. At the last temperature on the heating cycle,
it appeared that the absorption coefficient would have started to fall again, but
it was not possible to heat the sample any further due to the copper approaching
the melting temperature of the PET sample. The cooling cycle demonstrated no
hysteresis. This is to be expected as (similarly to PEEK) the water absorption
of PET is less than 0.1% over a 24 hour period [79]. This implies that the wa-
ter content of PET was sufficiently low that no water loss (or re-absorption) was
measured in the experiment.
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The absorption coefficient of PET as a function of temperature for the laser wave-
lengths measured in this work is shown in figure 4.28.
Figure 4.28: The absorption coefficient of PET as a function of tempera-
ture for the laser operating wavelengths for the heating cycle only. The laser
wavelengths are indicated in the legend on the graph.
Figure 4.28 indicates that for each wavelength shown, the increase in polymer
temperature resulted in the absorption coefficients increasing by approximately
17% of the initial value. At the maximum temperature studied, however, the
absorption coefficient was seen to reduce slightly as was observed at a wavelength
of 10.59µm.
Finally, the temperature dependent absorption coefficient of PP was determined.
The melting temperature of PP is in the range 393–449K [51, 80]. It was ensured
that this temperature was not exceeded by the copper block in the experiment, as
has been explained before.
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Figures 4.29 and 4.30 show the absorption coefficient as a function of wavelength
for PP at a number of different polymer temperatures ranging from room tempera-
ture (approximately 300K) to 343K, for the heating and cooling cycles respectively.
Although only 4 and 3 different temperatures are shown in figures 4.29 and 4.30 re-
spectively as an overview of the behaviour of the material, 9 different temperatures
within the range were used for both the heating and cooling cycles.
Figure 4.29: The absorption coefficient of PP as a function of wavelength at
different temperatures during the heating cycle.
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Figure 4.30: The absorption coefficient of PP as a function of wavelength at
different temperatures during the cooling cycle. The room temperature mea-
surement was taken a number of hours after the equipment was allowed to cool
completely.
In figures 4.29 and 4.30 it is clear that there was some effect on the absorption co-
efficient with a change in polymer temperature, at some wavelengths. However, it
is interesting to note that at a wavelength of approximately 10.59µm, the absorp-
tion coefficient did not appear to change significantly. The absorption coefficient
of PP as a function of temperature is shown in figure 4.31 for this wavelength.
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Figure 4.31: The absorption coefficient of PP as a function of temperature
for both the heating and cooling cycle for a wavelength of 10.59µm. The room
temperature result for the cooling cycle was taken after the equipment was
allowed to cool completely.
From figure 4.31 it is clear that the absorption coefficient of PP did not change
appreciably with temperature over the range measured at a wavelength of 10.59µm.
Some change was observed on the cooling cycle, as with PI. This may have been
due to slight changes in the polymer orientation to the instrument. During the
heating cycle it was noted that the material softened (unlike PI) and there was
a small degree of movement of the polymer surface. This may have resulted in
a change in the amount of light reaching the detector in the FTIR instrument,
causing an apparent change in absorption in the material. In this case, more
light reaching the detector would have resulted in the apparent decrease in the
absorption coefficient. Additionally, the reflectance of the surface would change
if the orientation of the material to the beam was altered. The water absorption
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of PP over a 24 hour period is 0.03% by weight [80] and is sufficiently small to
discount the possibility of water evaporation and re-absorption being the cause of
the hysteresis.
Figure 4.32: The absorption coefficient of PP as a function of temperature for
the laser operating wavelengths for the heating cycle only. The laser wavelengths
are indicated in the legend on the graph.
From figure 4.32 the relationship between the absorption coefficient and tempera-
ture clearly changed with wavelength for PP. This differed from the other materials
as, although the initial absorption coefficients were different for each wavelength,
the trend was consistent in terms of the % change in absorption coefficient with
increasing temperature for all the other materials. For PP however, the absorp-
tion coefficient reduced as a function of temperature for wavelengths of 10.61µm
and 10.63µm. As described before, the change at a wavelength of 10.59µm was
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not significant. The absorption coefficient was seen to increase with increasing
polymer temperature for wavelengths of 10.53µm and 10.55µm.
4.6 Time resolved polymer transmission of a laser
pulse
To further understand the optical absorption and transmission characteristics of
the polymers in the wavelength range of interest, an experiment was performed to
determine the effective absorption coefficient of each polymer as a function of time
during a laser pulse. A schematic of the experimental set-up is shown in figure
4.33.
Figure 4.33: Schematic of the experimental set-up used to determine the time
resolved transmission of the polymers. The Ge:Au detector was used in the
same manner as that described in chapter 2 (figure 3.2). The polymer sample
was placed in the path of the beam in front of the aluminium plate.
The experimental set-up is essentially the same as that described in figure 3.2 in
Chapter 3 and the experiment was performed in the same way. Initially, the laser
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pulse shape was recorded without the polymer sample in place (using the setup
shown in figure 3.2). The laser repetition rate was approximately 2Hz and the
TTL signal duration was 200µs (meaning a laser pulse duration of 189µs from
the calibration described in chapter 2). The oscilloscope was set to average the
Ge:Au detector signal (32 averages) in order to obtain an accurate representation
of the pulse shape that would be incident on the sample. The laser pulse shape
was checked between each new polymer sample to ensure the shape did not change
significantly. The fluence was approximately 0.3J/cm2
The polymer sample was then placed in the path of the beam, in front of the
aluminium plate, as shown in figure 4.33. No visible damage to the polymers
occurred during the experiment. This was confirmed by optical microscopy which
showed no change to the irradiated region. Again, averaging was used to obtain
an average transmitted signal (32 averages were used as before). Figures 4.34,
4.35, 4.36 and 4.37 show the results for PI, PEEK, PET and PP respectively. The
detector signal of the laser pulse shape as a function of time is shown, both before
(labelled ‘Laser’ on the graph) and after the sample was placed in the beam path.
The thickness of the polymers was 75µm.
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Figure 4.34: Ge:Au detector signal as a function of time for an average laser
pulse with and without the PI sample (labelled ‘PI’ and ‘Laser’ respectively).
The PI thickness was 75µm. Both results were taken with 32 averages on the
oscilloscope.
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Figure 4.35: Ge:Au detector signal as a function of time for an average laser
pulse with and without the PEEK sample (labelled ‘PEEK’ and ‘Laser’ re-
spectively). The PEEK thickness was 75µm. Both results were taken with 32
averages on the oscilloscope.
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Figure 4.36: Ge:Au detector signal as a function of time for an average laser
pulse with and without the PET sample (labelled ‘PET’ and ‘Laser’ respec-
tively). The PET thickness was 75µm. Both results were taken with 32 averages
on the oscilloscope.
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Figure 4.37: Ge:Au detector signal as a function of time for an average laser
pulse with and without the PP sample (labelled ‘PP’ and ‘Laser’ respectively).
The PP thickness was 75µm. Both results were taken with 32 averages on the
oscilloscope.
The transmission was calculated by dividing the polymer signal by the laser signal.
This was used to calculate the apparent absorption coefficient as a function of time
during the laser pulse for each polymer. The reflectivity of the polymers was the
same as that discussed earlier in this chapter and the results were corrected for
this. The various effects of the laser interaction with the polymer during the laser
pulse become important at this point, as some of the results from previous sections
can be brought together. Changes in the absorption coefficient of the polymers
observed in this experiment could be a result of:
• Chemical changes in the material due to the laser irradiation.
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• Changes in the shape or deformation in the polymer due to heating. This
is particularly relevant for polymers with a low melting or softening point,
such as PET and PP.
• Laser heating causing the absorption coefficient of a polymer to shift due to
relationships measured earlier in this chapter.
• Hopping of the laser wavelength during the pulse resulting in changes in the
the absorption.
The possibility of changes in the material chemistry was rejected and was not
considered in this case as no permanent alteration of the samples was observed.
Changes in the shape of the polymers due to heat deformation were not quantified
but were observed during the laser pulse for irradiation of PET and PP. This will
be discussed in more detail later.
The laser wavelength and change in optical absorption coefficient as a function
of temperature have been measured experimentally. Therefore, on the following
graphs, the absorption coefficient at room temperature of each polymer was plot-
ted for all the laser wavelengths that had been observed (see table 4.1). The
temperature dependence of the absorption coefficient was also included. To avoid
complicating the figures, only the maximum and minimum absorption coefficient
for all observed laser wavelengths and temperatures within the measured range
were plotted in the figure for each polymer. The range is indicated by the arrow
on the right of the graph.
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The results for the apparent absorption coefficient of PI, PEEK, PET and PP
determined from laser light transmission are shown in figures 4.38, 4.39, 4.40 and
4.41 respectively. Also shown is the laser pulse shape which was scaled to indicate
the time frame of the signal, but does not correspond to the units on the y-axis.
Figure 4.38: Absorption coefficient of PI as a function of time, calculated
from the transmission of a 189µs laser pulse. The wavelengths corresponding
to the absorption coefficients of PI measured by FTIR earlier in the chapter
are also shown. The maximum absorption coefficient (365cm−1) occurred at
a wavelength of 10.63µm and a polymer temperature of 297K. The minimum
absorption coefficient (162cm−1) occurred at a wavelength of 10.53µm and a
polymer temperature of 523K. The laser pulse shape shown was scaled to give
a representation of the time frame of the results but does not correspond to the
y-axis.
Chapter 4. Thermal and Optical Properties 93
Figure 4.39: Absorption coefficient of PEEK as a function of time, calculated
from the transmission of a 189µs laser pulse. The wavelengths corresponding to
the absorption coefficients of PEEK measured by FTIR earlier in the chapter
are also shown. The maximum absorption coefficient (546cm−1) occurred at
a wavelength of 10.53µm and a polymer temperature of 367K. The minimum
absorption (341cm−1) coefficient occurred at a wavelength of 10.61µm and a
polymer temperature of 297K. The laser pulse shape shown was scaled to give
a representation of the time frame of the results but does not correspond to the
y-axis.
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Figure 4.40: Absorption coefficient of PET as a function of time, calculated
from the transmission of a 189µs laser pulse. The wavelengths corresponding
to the absorption coefficients of PET measured by FTIR earlier in the chapter
are also shown. The maximum absorption coefficient (177cm−1) occurred at
a wavelength of 10.53µm and a polymer temperature of 345K. The minimum
absorption coefficient (118cm−1) occurred at a wavelength of 10.63µm and a
polymer temperature of 296K. The laser pulse shape shown was scaled to give
a representation of the time frame of the results but does not correspond to the
y-axis.
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Figure 4.41: Absorption coefficient of PP as a function of time, calculated
from the transmission of a 189µs laser pulse. The wavelengths corresponding
to the absorption coefficients of PP measured by FTIR earlier in the chapter
are also shown. The maximum absorption coefficient (30cm−1) occurred at
a wavelength of 10.63µm and a polymer temperature of 302K. The minimum
absorption coefficient (17cm−1) occurred at a wavelength of 10.55µm and a
polymer temperature of 296K. The laser pulse shape shown was scaled to give
a representation of the time frame of the results but does not correspond to
the y-axis on the graph. It should be noted that the lines corresponding to
absorption coefficients at wavelengths of 10.53µm , 10.55µm and 10.57µm are
not distinguishable on the graph, all having a value of approximately 17cm−1,
but all three are plotted.
The results for PI in figure 4.38 indicate that the laser was operating within the
wavelength range of 10.53–10.63µm, as expected. It is important to note that
the detector showed the same decrease in signal as the irradiation proceeded (as
described in chapter 3). It is possible that this fall in signal, due to heating of the
detector, resulted in a change in the apparent absorption coefficient. Additionally,
when the PI sample was in the path of the laser beam, the laser light transmitted
was reduced due to absorption. This would have resulted in less laser heating of the
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detector and therefore less reduction in signal. It is clear from figure 4.34 that the
results with the PI sample in the beam path did not show the same drop in voltage
after the laser pulse ceased as with the free-space laser pulse. The voltage of the
laser pulse signal shown in figure 4.34 was seen to decrease by approximately 1mV
after the laser pulse ceased, compared to the initial detector voltage before the
laser pulse began. If this voltage was corrected for in the calculated transmission,
the result would be a decrease in the apparent absorption coefficient at the end of
the pulse.
The results in figure 4.39 also indicate that the laser was operating in the wave-
length range of 10.53–10.63µm when compared to the results shown in figure 4.14
of the absorption coefficient as a function of wavelength.
Unlike PI and PEEK, the absorption coefficient of PET did not indicate that the
laser was operating in the wavelength range measured previously. The difference in
the absorption coefficient from the range expected from figure 4.14 was attributed
to a number of possible effects during irradiation by the laser. The absorption
coefficient (approximately 180–190cm−1) indicates a laser wavelength of 10.47µm
from the room temperature FTIR results shown in 4.25. Figure 3.13 in the previous
chapter shows that this wavelength occurs in the 001–100 transition in the P
branch, as with the other laser wavelengths measured in Chapter 3. It is possible
that the laser was operating at this wavelength for the duration of the experiment,
though this was unlikely based on the time resolved wavelength measurements.
Another possibility is that some heating of the polymer occurred during the exper-
iment which acted to increase the absorption coefficient, as was seen for all laser
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wavelengths in figure 4.28. However, in order to increase the absorption coefficient
to the level seen in figure 4.40, the polymer would require heating almost to the
melting point, which obviously did not occur as no damage was observed. At an
elevated polymer temperature of 345K the maximum absorption coefficient mea-
sured in this work was 177cm−1 and occurred at 10.53µm. This was not sufficiently
high to explain the effect observed.
The effect thought to best explain the rise in absorption coefficient was deformation
of the sample during the laser pulse due to a laser induced temperature rise (but
below the melting point of the material). Deformation of the sample would lead
to changes in the reflection properties of the sample if the beam was no longer
at normal incidence to the surface. However, at close to normal incidence, the
reflectivity is not a strong function of the incident angle. Another effect which
could explain the behaviour is refraction through the distorted surface. This could
lead to changes in the laser light reaching the detector and would appear as a
change in the absorption coefficient, as was observed here. This is consistent with
the classification of PET as a thermoplastic, which can deform upon heating. It
is likely that the higher softening or melting point of PEEK compared to PET
meant this effect was not observed for that particular material.
The apparent absorption coefficient of PP demonstrated that the laser was not
operating in the range measured in the previous chapter. In order to reach the
maximum absorption coefficient shown in figure 4.41 of approximately 70cm−1,
the laser would need to be operating at a wavelength of 10.35µm (extended data
from figure 4.14). There was little evidence for this explanation and considering
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the relative gain of the laser lines shown in figure 3.13, it was unlikely that the
wavelength had shifted to the R branch in the 011–100 transition, as this had
not been observed experimentally in the previous chapter. Again, the possibility
of some heat rise causing the absorption coefficient to change was considered.
However, the results shown in figure 4.13 and the maximum absorption coefficient
indicated in figure 4.41 implied that this was not the case as the temperature would
have to exceed the melting point of the polymer. The behaviour was therefore
attributed to deformation of the material during the laser pulse, as with PET.
The thermal deformation of the polymers was limited somewhat during the tem-
perature dependent FTIR measurements as the polymer samples were clamped
tightly in the heating rig. In the laser transmission experiment the polymers were
free-standing on a simple frame.
4.7 Discussion and conclusion
In this chapter, the thermal properties of the polymers PI, PEEK, PET and PP
have been investigated using TGA. The infra-red optical coupling to the materials
has also been studied, both at room temperature and as a function of temperature
using FTIR. The transmission of the laser beam through each polymer was used to
determine the apparent absorption coefficient for conditions which better represent
those typically used experimentally. The wavelength measurements made in the
previous chapter and the temperature dependent absorption coefficients were used
to explain the effects observed.
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TGA was used to determine the decomposition temperature of each of the poly-
mers in air to inform both further experiments, where heating of the polymers was
required, and modelling which will be discussed later. The temperatures of the
maximum rate of material loss were determined by calculating the rate of change
of weight of the sample as a function of temperature. The results obtained here
agreed favourably with those found in the literature and discrepancies could be
explained by the differing experimental conditions and the manufacturer source of
the materials, as well as a small calibration offset which may have been present.
To summarise, the decomposition temperatures of PI, PEEK, PET and PP were
found to be 880K, 875K, 725K and 620K respectively.
The absorption coefficient of the polymers has been determined at room temper-
ature. These were found to be 295cm−1, 361cm−1, 123cm−1 and 20cm−1 for PI,
PEEK, PET and PP respectively for a laser wavelength of 10.59µm. This corre-
sponds to an optical absorption depth of approximately 34µm for PI, 28µm for
PEEK, 81µm for PET and 500µm for PP. The absorption coefficient was found
to be dependent on the wavelength of the laser and using the wavelength range
measured in Chapter 3 of 10.53–10.63µm the absorption coefficients of PI, PEEK,
PET and PP were in the range 172–365cm−1, 355–503cm−1, 118–143cm−1 and
17–30cm−1 respectively. This leads to optical absorption depths within the ranges
27–53µm (PI), 20–28µm (PEEK), 53–70µm (PET) and 333–589µm (PP).
In order to determine if there was a relationship between optical coupling and the
temperature of the polymers, the absorption coefficient has been measured as a
function of temperature using a heated sample holder. The measurements were
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made for both the heating and cooling cycles to determine whether the relationship
observed was reversible. It was found that the temperature had a significant effect
on the absorption coefficient at some of the laser wavelengths measured in Chapter
3. The following table summarises the results. The gradient of the absorption
coefficient as a function of temperature for each polymer was calculated. This
allows direct comparison of the temperature response of the polymers. Gradients
were taken for all data in the temperature ranges.
Table 4.2: Change in absorption coefficient of PI with polymer temperature
as a function of wavelength.
Wavelength (µm) dα/dT (cm−1K−1)
PI PEEK PET PP
10.53 -0.02 0.61 0.62 0.17
10.55 -0.13 0.76 0.58 0.14
10.57 -0.27 0.83 0.53 0.09
10.59 -0.40 0.86 0.48 0.04
10.61 -0.47 0.83 0.42 -0.03
10.63 -0.42 0.76 0.36 -0.09
The change in absorption coefficient with temperature measured for all the poly-
mers was similar to the behaviour reported by Dyer et al [8]. In the paper, the
absorption coefficient of Upilex polyimide was determined as a function of temper-
ature using the transmission of laser light at wavelengths of 9.21µm and 10.3µm.
The effect was attributed to an anharmonic effect which resulted in the broadening
and red-shifting of absorption peaks when the system was driven by the laser field
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as well as the temperature of the environment. In this thesis, the work presented
in reference [8] was built upon by measuring the change in absorption coefficient
over the entire range of relevant laser wavelengths. All the polymers demonstrated
broadening of the absorption peaks in the proximity of the laser wavelengths of
interest (see figures 4.17, 4.21, 4.25 and 4.29), with some degree of red-shift also
noted for PI, PEEK and PET. This resulted in a range of values for the change
in absorption coefficient with temperature for each polymer, depending on the
position of the laser emission lines on the absorption peaks.
At room temperature, the absorption peak of PI in the region of interest occurred
at a wavelength of 10.65µm. Over a temperature range of approximately 220K,
this peak was seen to shift to a wavelength of 10.69µm. Some broadening of the
peak also occurred. The overall effect at the laser wavelengths was a decrease
in the absorption coefficient with increasing temperature. Due to the position of
the laser emission lines on the edge of the peak, the effect was larger for some
wavelengths than for others. Laser wavelengths of 10.53µm and 10.55µm showed
the least effect and a wavelength of 10.61µm showed the most significant change,
it being situated on the steep edge of the absorption peak. It is interesting to
note that if the laser could be tuned to a wavelength of approximately 10.67µm
(i.e the P28 rotational line in the 001 to 100 vibrational transition), no change in
absorption coefficient would occur for the entire heating range (see figure 4.17).
For PEEK and PP absorption peaks were seen to occur at wavelengths of 10.50µm
and 10.65µm respectively with the red-shift resulting in the peak of PEEK moving
to 10.51µm. The effect was again dependent on the position of the laser emission
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lines with respect to the peaks. The most significant change in absorption co-
efficient with increasing temperature was observed for PEEK at a wavelength of
10.59µm. If the laser could be tuned to a wavelength of 10.49µm (i.e the P10 ro-
tational line in the 001 to 100 vibrational transition), no change in the absorption
coefficient would result from heating the polymer.
The absorption peak of PET in the laser wavelength range of interest occurred at
a wavelength of approximately 10.29µm with a small shoulder at 10.67µm. The
large peak shifted to 10.31µm with an increase in temperature of approximately
57K and was seen to broaden with increasing temperature, as expected. This shift
in the absorption peak resulted in a change in the absorption coefficient which was
similar for all laser emission wavelengths.
When considering the results for all polymers at all wavelengths and temperatures
shown in table 4.2, the polymer least effected by temperature and laser wavelength
was PP. The polymer with the most dependence on these parameters was PEEK.
Finally in this chapter the time resolved transmission of the polymers was mea-
sured using a laser pulse of 189µs duration. This allowed the time dependent
absorption coefficient to be inferred from the transmission. The results obtained
for the absorption coefficient of PI and PEEK as a function of time during the
laser pulse were consistent with the wavelength dependent absorption coefficients
measured earlier within the laser wavelength range measured in Chapter 3. The
results for these polymers strengthened the evidence for the wavelength hopping
that was observed earlier in Chapter 3.
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The results obtained for PET and PP, however, were inconsistent with the previ-
ous observations, leading to absorption coefficients which were higher than those
expected from the FTIR results. The maximum and minimum possible absorption
coefficients at all wavelengths and polymer temperatures were taken into consid-
eration, to ascertain if the behaviour was due to heating by the laser, together
with changes in wavelength. However, the range did not include the experimental
results. Excluding wavelength and temperature dependent absorption coefficient
effects as the only reason for the results, it was hypothesised that some physi-
cal deformation of these polymers had occurred during the laser pulse due to the
thermoplastic nature of the materials. A small amount of heating resulting in the
refraction properties of the polymer surfaces changing and leading to less laser
light reaching the detector, would result in an apparent increase in the absorption
coefficient. This argument fits with the classification of these polymers as ther-
moplastic. PEEK is also a thermoplastic but with a higher softening and melting
temperature, meaning this effect was only seen for PET and PP.
Chapter 5
Laser-induced surface and volume
changes in PI, PEEK, PET and PP
5.1 Introduction
In this chapter the interaction of single RF CO2 laser pulses with the polymers PI,
PEEK, PET and PP has been investigated. The literature review in Chapter 2
focussed on the mechanisms of ablation. Ablation was defined as material removal
by high-intensity laser irradation, however a more relaxed view of this definition
is used in this chapter. The term damage has been used to describe any irre-
versible change of the polymer surface which could be detected and measured by
optical microscopy. This damage could have resulted from laser induced thermal
decomposition or melting or indeed the ablation described in the literature review.
The details of ablation are still applicable in terms of absorption and subsequent
heating of the sample, but removal of material was not always the case.
A threshold fluence for damage of the polymers has been determined as a function
of the laser pulse duration using the laser studied in Chapter 3. Initially, optical
microscopy was used to measure the damage size. This data, along with the laser
pulse energy, has been used to determine the threshold energy for damage and the
laser spot size at the sample, resulting in a threshold fluence.
Scanning electron microscopy (SEM) has been employed to study changes in the
surface of the polymers. A discussion of the specific morphology of the damage
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sites has been left until the SEM section, as these images give more detail. White
light interferometry (WLI) has been used to profile an irradiated region of PP
as the smooth structures produced using the laser were ideal for this type of
measurement and allowed the volume change of the polymer to be more accurately
visualised.
5.2 Threshold fluence for laser-induced damage
of PI, PEEK, PET and PP
The effect of the laser pulse duration on the threshold fluence for surface damage
of the polymers was investigated using single pulses from the laser described in
Chapter 3. Such a threshold fluence for polymers is most often derived from the
etch depth per pulse (etch rate) as discussed in the literature review in Chapter
2 [8, 17]. In this work, the threshold fluence was defined as the fluence that must
be exceeded to cause visible damage to the surface of a polymer.
5.2.1 Variation of damage diameter with fluence for a Gaus-
sian beam
A Gaussian beam is defined by the following equation for the electric field (E¯) as
a function of radial distance, r.
E¯(r) = E¯0 e
− r2
ω0
2 (5.1)
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In the equation, E¯(r) is the electric field at a given value of r. E¯0 is the maximum
electric field. The laser spot size in terms of electric field is thenω0. The irradiance
of the beam is found from the time average of the Poynting vector and given by
the following equation.
I =
1
2
ε0cE¯
2
max (5.2)
If equation 5.2 is substituted into equation 5.1, the Gaussian profile is now in terms
of the laser irradiance, which has units of W/cm2. If the beam is time averaged we
can further simplify to the laser fluence, which has units of J/cm2. The equation
of a Gaussian beam in terms of fluence is therefore:
F(r) = F0e
−2 r2
ω0
2 (5.3)
Shown in figure 5.1 is a representation of a Gaussian distribution representing an
idealised lowest order beam profile in terms of laser fluence.
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Figure 5.1: A Gaussian distribution cross-section representing an idealised
lowest order beam profile from the laser. The laser fluence (F) is shown as a
function of the radial distance (r).
F(r) is the fluence at a given value of r. F0 is the maximum fluence. The laser spot
radius in fluence is therefore ω0 which represents the point at which the fluence
is 1
e2
the initial value.
In order to determine the radial distance at which the threshold fluence for damage
to a polymer (FT) occurs, equation 5.3 is solved for r with F(r)=FT giving equation
5.4.
r2 =
1
2
ω0
2 ln
F0
FT
(5.4)
Experimentally, it is easier to determine a diameter (d) rather than a radius.
Therefore equation 5.4 becomes:
d2 = 2ω0
2 ln
F0
FT
(5.5)
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Equation 5.5 can therefore be expressed in terms of the threshold energy (ET) and
the pulse energy, E. The threshold energy can therefore be determined from plots
of the polymer damage diameter squared as a function of the natural logarithm of
the energy per pulse. It follows that the gradient is 2ω0
2.
In cartesian coordinates, integration of equation 5.3 in 2D form will be the equiv-
alent of the pulse energy. That is:
E = F0
∫∫ ∞
−∞
e
x2+y2
ω0
2 dxdy =
piω0
2F0
2
(5.6)
Rearranging for fluence:
F0 =
2E
piω02
(5.7)
Therefore, when the energy is equal to the threshold energy, that is, the intercept
of a graph of damage diameter squared as a function of the natural logarithm of
the pulse energy, the fluence in equation 5.7 is the threshold fluence. This is the
fluence at which the damage diameter is 0.
The approach here is similar to that used in references [81–83]. In reference [81], a
single-crystal silicon surface was irradiated with a Nd:YAG laser and the induced
phase change was measured. The square of the damage radius was plotted as a
function of the laser fluence on a log scale and used to determine the laser spot
size and a threshold energy for changing the phase of the sample. In reference
[82], the spot size of a TEA-CO2 laser was measured by irradiating an aluminium
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film deposited on a glass plate and measuring the area of removed material. The
radius squared was plotted as a function of the natural logarithm of the energy and
the spot size was extracted from the gradient, as with the work presented here.
Similarly, the spot size of the CO2 laser used in reference [83] was determined
from the same data analysis method using laser induced damage sites on a high
resolution holographic plate. The main difference between the method used in the
references and that used here is the fact that the diameter is substituted for the
radius.
A schematic of the experimental set-up used to determine the threshold fluence of
the polymers as a function of laser pulse duration is shown in figure 5.2.
Figure 5.2: Schematic of the experimental set-up used to determine the thresh-
old laser fluence for damage of the polymers as a function of laser pulse duration.
The pulse energy of the laser was controlled by the NaCl attenuators. The laser
light was focussed using a zinc selenide plano-convex lens with a focal length of
90mm. The sample was mounted on a frame (not shown in the figure) to avoid
back surface effects that may occur from a support in the beam path. This was
placed on the PC controlled motorised stage.
The laser repetition rate was 2Hz and the laser was left to run constantly during the
experiment. The laser light was focussed using a zinc selenide (ZnSe) plano-convex
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lens. The focal length of the lens was measured experimentally with the laser and
was found to be 90mm. It was ensured that the laser beam went through the
centre of the lens and that the lens was used in the optimum shape configuration
(plane surface towards the focal point) to reduce aberrations.
The laser pulse duration was set, as has been described in chapter 3, with TTL
pulses from the signal generator. The salt attenuators were used to control the
average power and thus the energy per pulse for each pulse duration. The laser
pulse duration and energy per pulse were determined using the calibration results
in figures 3.6, 3.8 and 3.10. All pulse durations mentioned from this point are
those corrected according to calibration.
The polymer sample being studied was placed a small distance beyond the focal
point of the laser. Steps were taken to ensure the damage sites were as circular
as possible. Two diameters were measured and an average taken. It was assumed
that all the spots on the polymers were circular for all future calculations.
Single pulses were incident on each sample and between each pulse the motorized
sample stage was used to move to a new site. This was achieved by running
the laser at 2Hz and using a manually controlled shutter to allow single pulses
through. It was ensured that the distance moved between sites on the sample was
sufficiently large (between 1 and 2mm depending on the pulse duration and debris
area) such that the new site was clear of debris from the previous interaction. In
this way the initial sample surface remained constant. Experiments for each set
of pulse durations and energies were performed multiple times to allow statistical
analysis of the results. The diameter, d, of each damage site was measured using
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an optical microscope (Leica DML microscope with Spot Advanced version 4.0.8
software).
The polymer samples were placed at a distance of approximately 95mm from the
lens. This was adjusted where necessary to ensure the most circular damage sites,
meaning the spot size was slightly different for each polymer. For PI, laser pulse
durations in the ranges of 182–546µs and 71–189µs were used. For pulse durations
of 71–189µs, the sample was moved slightly closer to the focal point as the laser
fluence was not sufficient to damage the surface of the sample at the shorter pulse
durations. It should be noted that there was some overlap of the data for the two
sets of pulse durations. For PEEK, laser pulse durations of 95–378µs were used.
The PEEK sample was positioned just beyond the focal point of the lens as this
was found to yield the most circular damage sites. For PEEK it was particularly
difficult to find the position in the focus which yielded the most circular damage
sites. Laser pulse durations of 47–473µs were used to irradiate PET and PP was
irradiated with pulses of 378–757µs duration.
Figures 5.3, 5.4, 5.5 and 5.6 show typical damage sites on the PI, PEEK and
PET using 189µs duration laser pulses. PP damage site was made with a 378µs
duration pulse. The images were taken with a total magnification of 100x. The
samples were cleaned gently with isopropanol alcohol and a lens tissue before
being measured. The sample thickness was 125µm, 75µm, 75µm and 300µm for
PI, PEEK, PET and PP respectively.
Chapter 5. Laser-induced surface and volume changes 112
Figure 5.3: A typical damage site on a PI sample. The image was taken with
100x magnification and the laser pulse duration was 189µs.
Figure 5.4: A typical damage site on a PEEK sample. The image was taken
with 100x magnification and the laser pulse duration was 189µs.
Figure 5.5: A typical damage site on a PET sample. The image was taken
with 100x magnification and the laser pulse duration was 189µs.
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Figure 5.6: A typical damage site on a PET sample. The image was taken
with 100x magnification and the laser pulse duration was 378µs.
The PI damage site was seen to be approximately circular with a well defined
edge. The faint line around the damage site was debris remaining after cleaning.
More vigorous cleaning removed this.
PEEK also demonstrated a well defined damage site. The region appeared to be
decomposed rather than melted as there was no melt flow. A sub surface change to
the PEEK was also observed. This can be seen as a ring around the main damage
site shown in figure 5.4. Optical microscopy did not indicate whether this change
was due to a refractive index change or a physical volume change. In reference [23],
a CW CO2 laser was used to irradiate PEEK samples at a range of sample feed-
rates to control the intensity (or dose). The change in the amount of crystalline
material was studied in the irradiated region. The PEEK samples in the paper
were initially highly crystalline and the regions irradiated (but not decomposed)
were shown to contain a larger amount of amorphous material. This could perhaps
explain the behaviour seen here if the region which was not decomposed reached
sufficient temperature to change the amount of crystalline material. Both PET
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and PP showed melted regions around the edge of the damage sites. The edge of
the melted region was well defined.
Figures 5.7 and 5.8 show the results for PI plotted as described earlier: d2 as a
function of the natural logarithm of the pulse energy. Figure 5.7 shows results
for pulse durations in the range 71-189µs and figure 5.8 shows results for pulse
durations between 182-546µs. The sample thickness was 125µm. Figures 5.9,
5.10 and 5.11 show the results for PEEK, PET and PP respectively. The pulse
durations are indicated in the legends on each graph.
Figure 5.7: The diameter squared of the damage sites on PI as a function of
the logarithm of the laser pulse energy for laser pulse durations ranging from
71µs to 189µs. The laser spot radius at the sample measured using this data
was 161µm and the threshold energy using all the data was 3.3mJ.
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Figure 5.8: The diameter squared of the damage sites on PI as a function of
the logarithm of the laser pulse energy for laser pulse durations ranging from
182µs to 546µs. The laser spot radius at the sample measured using this data
was 275µm and the threshold energy using all the data was 9.8mJ.
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Figure 5.9: The diameter squared of the damage sites on PEEK as a function
of the logarithm of the laser pulse energy for laser pulse durations ranging from
95µs to 378µs. The laser spot radius at the sample measured using this data
was 179µm and the threshold energy using all the data was 2.7mJ.
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Figure 5.10: The diameter squared of the damage sites on PET as a function
of the logarithm of the laser pulse energy for laser pulse durations ranging from
47µs to 473µs. The laser spot radius at the sample measured using this data
was 189µm and the threshold energy using all the data was 1.9mJ.
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Figure 5.11: The diameter squared of the damage sites on PP as a function
of the logarithm of the laser pulse energy for laser pulse durations ranging from
378µs to 757µs. The laser spot radius at the sample measured using this data
was 237µm and the threshold energy using all the data was 8.5mJ.
The graphs show that the laser spot radius was constant for each set of data. For
a constant lens to sample distance, this was expected. Also, there was a common
threshold energy for each polymer irrespective of laser pulse duration.
For PI, laser spot radii of 161µm and 275µm were determined from the gradients
of the graphs shown in figures 5.7 and 5.8. Threshold energies of 3.3mJ and 9.8mJ
were determined from the intercepts of the graphs shown in figures 5.7 and 5.8
respectively. Using equation 5.7, the average threshold fluence was calculated
as 8.1J/cm2 for pulse durations between 71µs and 189µs and 8.2J/cm2 for pulse
durations between 182µs and 546µs.
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A laser spot radius at the sample of 179µm was found for PEEK. The threshold
energy was 2.7mJ. Using equation 5.7, the average threshold fluence for pulse
durations between 95µs and 378µs was found to be 5.36J/cm2. It should be noted
at this point that for PEEK irradiated with laser pulse energies of 33.8mJ, 29.4mJ
and 24.4mJ (that it, a laser pulse duration of 378µs with 0 and 2 attenuators and
284µs with 0 attenuators) there was a hole at the back of the material. It was
decided that this would have little effect on the threshold fluence results as the
measurement of the diameter was taken from the edge of the damaged site on the
surface of the material and the threshold energy results were extrapolated to the
point at which damage only just occurs. It was also noted that in figure 5.9, the
energies at which a hole was present did not appear to affect the gradient of the
graph.
The laser spot radius at the PET sample was found to be 189µm and the threshold
energy was 1.9mJ. The average threshold fluence for pulse durations between 47µs
and 473µs was therefore 3.39J/cm2. All of the laser irradiated sites on PET showed
holes such as that shown in figure 5.5. In the same way as for PEEK, the damage
beyond the hole was measured for figure 5.10.
A laser spot radius at the PP sample surface of 237µm was found together with
a threshold energy of 8.5mJ. The average threshold fluence for pulse durations
between 378µs and 757µs was therefore found to be 9.58J/cm2. It was not possible
to damage the PP samples in a way that could be accurately measured at laser
pulse durations shorter than 378µs. The reason for this was most likely due to the
very small absorption coefficient resulting in a higher laser fluence being required.
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It was not possible to position the polymer sample closer the focal point (thus
increasing the laser fluence above the damage threshold) as the spots became
messy, non-circular and difficult to measure.
It might be expected that due to heat flow out of the irradiated area during the
pulse, more energy would be needed to cause damage if the pulse duration were to
be increased while the energy was kept constant. This is, of course, assuming that
the damage is thermal in origin (this will be explored in depth later). However
the results indicated that the threshold energy, and therefore threshold fluence,
were independent of the pulse duration for all values between 70µs and 550µs. In
order to demonstrate this further, the threshold fluence for each individual pulse
duration was calculated with a fixed laser spot size. The results for PI, PEEK,
PET and PP are shown in figures 5.12, 5.13, 5.14 and 5.15.
Figure 5.12: The threshold fluence of PI as a function laser pulse duration
with fixed laser spot sizes of 161µm and 275µm as indicated in the legend.
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Figure 5.13: The threshold fluence of PEEK as a function laser pulse duration
with a fixed laser spot radius of 179µm.
Figure 5.14: The threshold fluence of PET as a function laser pulse duration
with a fixed laser spot radius of 189µm.
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Figure 5.15: The threshold fluence of PP as a function laser pulse duration
with a fixed laser spot radius of 237µm.
It is obvious from figures 5.12, 5.13, 5.14 and 5.15 that the pulse duration did not
have an effect on the threshold fluence of any of the polymers. The reason for this
behaviour was thought to lie with the relative sizes of the laser spot size, optical
absorption depth and the thermal diffusion length.
The thermal diffusion length (δ) is defined as the distance at which the amplitude
of the heat flux reduces to 1
e
of the initial value [84] and for the heating geometry
considered here, can be estimated from equation 5.8.
δ = 2
√
Dt (5.8)
In the equation, t is the time over which the heat flow is followed (which in in this
case would be the laser pulse duration) and D is the thermal diffusivity which is
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calculated from equation 5.9. Here, K is the thermal conductivity, ρ is the density
and C is the specific heat capacity.
D =
K
ρC
(5.9)
The properties of the polymers are given in table 5.1 [53, 76, 79, 80]. The absorp-
tion coefficients at room temperature for a laser wavelength of 10.59µm are also
given, with the corresponding optical absorption length found from the reciprocal,
labelled a. The thermal diffusion length was calculated for the maximum and
minimum pulse durations used in this section and is therefore given as a range of
values.
Table 5.1: Thermal, optical and physical parameters of PI, PEEK, PET and
PP. The range of δ values arises from the range of laser pulse durations used.
Property Units PI PEEK PET PP
α cm−1 295 361 123 20
a µm 34 28 81 500
C JK−1kg−1 1090 1450 1275 1800
ρ kgm−3 1420 1260 1350 900
K Wm−1K−1 0.16 0.25 0.14 0.16
D x10−7 m2s−1 1.03 1.37 0.80 0.99
δ µm 5.4–15.0 7.3-14.5 3.9–12.4 12.2-17.3
Referring to the damage results for PEEK and PET which had holes in the sample,
the possibility of a change in heat flow due to removal of material was discounted as
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the heat diffusion length was not of sufficient size that there would be a difference
between damage at the edge of the site with or without material at the centre being
present. For example, for a pulse of duration 473µs, the damage site diameter used
for the threshold fluence calculations of PET was 484µm and the hole diameter
was approximately 300µm. The distance between the edge of the hole and the edge
measured was therefore 92µm. The heat diffusion length at this pulse duration
therefore accounts for less than 15% of the minimum distance between the hole
edge and the damage edge.
A simplified representation of this system consists of a cylinder of absorbed laser
light, found from the spot radius and the absorption depth. The laser heated
volume of this is given by:
V = piω2a (5.10)
At the end of a laser pulse, the volume calculated by equation 5.10 will have been
extended to include the thermal diffusion length, and the new volume is:
Vδ = pi(ω+ δ)
2(a + δ) (5.11)
It follows that if the laser spot radius and/or the optical absorption length are
much larger than the thermal diffusion length, the heat flow has a negligible affect
on the heated volume and therefore the final temperature. The final fractional
change in volume caused by heat flow, Z, is given by equation 5.12.
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Z =
Vδ − V
V
(5.12)
Using the results in table 5.1, Z was calculated for the polymers. In the case
of PET and PP, where the optical absorption depth exceeds the thickness of the
sample, the sample thickness was used. Obviously there would be no change in
volume due to heat diffusion through the thickness of the polymer in this way,
but the equation still gives an estimation of the effect. The fractional change is
shown as a range in table 5.2. This range is due to the effect of pulse duration in
equation 5.8. The average of the two spot sizes was used for PI.
Table 5.2: Fractional change to the heated volume due to heat diffusion during
the laser pulse
Polymer Fractional change
PI 0.22–0.65
PEEK 0.36–0.77
PET 0.10–0.32
PP 0.15–0.22
The results in table 5.2 explain the constant threshold fluence over pulse duration
range measured for PET and PP as the contribution of heat diffusion is small.
The largest fractional change in volume was seen for PEEK. This may explain the
subsurface change observed for the single pulse. The heat flow in PI was thought
to be unlikely to result in a sufficient temperature rise in the extended volume to
decompose the material.
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5.3 SEM study of polymer damage sites
In order to study the changes induced in the polymers in more detail, scanning
electron microscopy was used. This allowed the physical changes in the polymers
to be studied while excluding refractive index changes which were visible using
optical microscopy. All samples shown were coated with gold before being imaged,
unless otherwise indicated.
5.3.1 PI
It was noted earlier in this chapter that single pulse laser irradiation of PI re-
sulted in some carbon formation on the polymer surface. This was fragile and
easily cleaned with isopropanol for measurements of the damage diameters to be
taken. Shown in figure 5.16 is an SEM micrograph of the carbon structure (before
cleaning) on the PI surface made using a single 189µs duration laser pulse. The
pulse energy was 16.9mJ. The sample stage was tilted by 60 ◦ to clearly show the
structure.
Figure 5.16: SEM micrograph of a single pulse damage site on PI. The laser
pulse duration was 189µs. This corresponds to a pulse energy of 16.9mJ. The
tilt of the sample stage was 60 ◦.
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The structure observed here is similar to carbonisation of PI and materials similar
to PI observed in the literature [5, 7, 16, 19, 85, 86]. The material being studied in
reference [16] was the same as in this work. A focussed beam and 1000 pulses from
a Nd:YVO4 laser with a wavelength of 1064nm were used to irradiate the sample
in the reference, resulting in highly textured micro-structure. When subjected
to the vacuum required for preparation for SEM imaging the structure was more
pronounced than that observed under optical microscopy, implying that trapped
gas had been released by the conditions. Raman spectroscopy indicated that there
was a presence of an amorphous form of carbon that had some degree of nano-
crystallinity [16]. In the reference, the distribution of the carbonised material (a
level of carbonisation was present over the entire width of the ablation crater,
although the strength of the Raman signal fell off rapidly away from the centre)
was different to that found here, where the structure was evenly distributed over
the whole area of the irradiated spot. This was thought to be due to the large
number of pulses used in [16] compared to single pulse irradiation in this work.
More pulses could have removed the centre portion of the structures observed in
the reference and further carbonised the material at the centre of the irradiated
area.
In a paper by Brannon et al [7], TEA-CO2 laser pulses incident on PI also pro-
duced a black, fibrous debris in and around the etched region for laser wavelengths
of 9.2µm and 10.59µm. More of the structure was observed for the 10.59µm wave-
length. Comparison between the ablation of PI with UV and IR lasers has been
made by Srinivasan [19]. In the paper the plume resulting from IR irradiation
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using a TEA-CO2 laser was studied and it was noted that there was the same
debris as that reported in [7]. TEA-CO2 irradiation of Upliex PI was seen to re-
sult in fibrous carbonisation [5] and irradiation of PI with a continuous wave 50W
CO2 laser ‘resulted in a low density, crusty char residue’ [85]. This was thought
to increase the threshold fluence for subsequent pulses by acting as a thermal and
optical barrier to further irradiation.
The carbon formation was assumed not to effect the threshold energy as the gra-
dient remained constant for spots where carbon was and was not present. The
carbon did, however, affect the absorption coefficient during the laser pulse and
this will be discussed further using the time resolved above threshold transmission
measurements presented in the next chapter.
As has been mentioned earlier, the carbon was easily removed with isopropanol
and a lens tissue. Figure 5.17 shows the cleaned equivalent of the sample in figure
5.16. The tilt of the SEM sample stage was, as before, 60 ◦.
Figure 5.17: SEM micrograph of a single pulse damage site on PI after being
cleaned with isopropanol and a lens tissue. The laser pulse duration was 189µs.
This corresponds to a pulse energy of 16.9mJ. The tilt of the sample stage was
60 ◦.
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The micrograph in figure 5.17 indicated that the structure observed in figure 5.16
was approximately uniformly distributed over the irradiated area for this pulse
duration.
In contrast to the micrographs shown in figures 5.16 and 5.17, the result of a single
laser pulse of duration 71µs (with a pulse energy of 6.4mJ being delivered to the
sample) is shown in figure 5.18.
Figure 5.18: SEM micrograph of a single pulse damage site on PI. The laser
pulse duration was 71µs. This corresponds to a pulse energy of 6.3mJ. The tilt
of the sample stage was 60 ◦.
The shorter pulse duration resulted in no carbon formation on the polymer surface;
optical microscopy showed no carbonised material. However the raised structure
implied a volume (and therefore density) change. In order to study the structure
within the volume change, a damage site made with the same laser parameters
as those used to make the structure shown in figure 5.18 was approximately cut
through the middle with a scalpel. A new scalpel blade was used and the sample
was cut in half with one pass to avoid disrupting the site of interest. The sample
was then mounted such that an SEM micrograph could be taken of the cross-
section. The micrograph is shown in figure 5.19. The site in the figure is smaller
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than that shown in figure 5.18 as the site was not cut exactly in half as would have
been ideal. The dotted lines indicate the polymer edge and delineates between the
exterior and interior of the original material.
Figure 5.19: SEM micrograph of the cross-section of a single pulse damage
site on PI. The laser pulse duration was 71µs. This corresponds to a pulse enery
of 6.3mJ. The dotted line represents the edge of the polymer.
Clearly there was some change to the average material density which resulted in
the raised region seen in figure 5.18. This swelling was thought to arise from
trapped gas phase material in the polymer which stretched the original material
into the filaments seen in the figure. It was thought unlikely that the structure
was due to re-solidified molten material due to the fact that PI decomposes but
does not melt.
5.3.2 PEEK
PEEK samples were also studied using SEM. The following figure 5.20 shows
the result of applying a single laser pulse of duration 189µs. The pulse energy
was therefore 16.9mJ. The sample stage was tilted by approximinately 20 ◦. The
sample was not cleaned prior to being coated in gold for the SEM.
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Figure 5.20: SEM micrograph of a single pulse damage site on PEEK. The
laser pulse duration was 189µs. This corresponds to a pulse energy of 16.9mJ.
The tilt of the sample stage was 20 ◦. The sample was not cleaned.
Figure 5.20 shows a well defined damage site. The image also indicated that there
was gas bubbles trapped in the irradiated sample and small holes where it appeared
gas had vented. It was thought that the vacuum required for coating for SEM
imaging burst the bubbles as these holes were not seen with optical microscopy.
The results shown in figure 5.21 further supported this theory as there appeared
to be regions where a thin membrane of material had ruptured, revealing further
areas containing micro-holes. The same sample is shown in figure 5.21 and the
regions of interest are highlighted in the figure. Again, it is important to note that
the sample had not been cleaned.
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Figure 5.21: SEM micrograph of a single pulse damage site on PEEK. The
laser pulse duration was 189µs. This corresponds to a pulse energy of 16.9mJ.
The tilt of the sample stage was 20 ◦. The sample was not cleaned.
Infrared laser interactions with PEEK have been studied in the literature [6, 23]. In
[6], a TEA-CO2 laser aligned to the strongly absorbed line in PEEK (9.32µm)was
used. PEEK was seen to ablate with a well defined edge between the irradiated and
non-irradiated regions, when using a contact mask in vacuum. When performed
in air, micro-holes were noted in the paper, similar to those observed here.
In an attempt to determine the origin of the sub-surface changes noted for PEEK
earlier in this chapter, a sample made using the same conditions as that shown in
figure 5.4 was cut in half using as scalpel blade. The edge on damage site is shown
in figure 5.22. The dotted lines shown in the figure indicate the top and bottom
edges of the sample.
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Figure 5.22: SEM micrograph of the cross-section of a single pulse damage
site on PEEK. The laser pulse duration was 189µs. This corresponds to a pulse
energy of 16.9mJ. The dotted lines represent the front and back surface of the
polymer.
There was no indication of the extended sub-surface change observed using optical
microscopy. This implied that a change in the amount of amorphous material
or material crystallinity (as was observed in reference [23]) may have occurred,
resulting in a refractive index change.
Shown in figure 5.23 is an example of some of the debris left behind after a single
laser pulse of duration 189µs. Debris was observed leaving the surface of the
polymer during the laser pulse as a white cloud of material which then redeposited
on the surface of the polymer. There was no specific pattern to the distribution
of the redeposited material and this seemed to depend on the air currents in the
vicinity of the experimental site. The possibility of static charge attracting the
debris back to the surface of the material was thought to the main contributing
factor in the re-deposition observed. In the figure the pulse energy was, as before,
16.9mJ. An overview of the debris area and laser damage site is shown in the figure
to put the image into context.
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Figure 5.23: SEM micrograph of the debris resulting from a single pulse
damage site on PEEK. The laser pulse duration was 189µs and the pulse energy
was 16.9mJ. An overview of the debris area and damage site is shown to put
the image in context. The tilt of the sample stage was 20 ◦. The sample was
not cleaned.
There was seen to be loose debris on the surface of the PEEK sample and also areas
where the debris appeared to have become attached to the polymer surface due to
either the temperature of the surface (or indeed the debris itself) being sufficiently
high to recombine. The loose debris was easily removed using isopropanol and
gentle cleaning with a lens tissue.
5.3.3 PET
Shown in figure 5.24 is a damage site on PET. The single pulse was of duration
189µs and the energy was 16.9mJ. The sample stage was at an angle of 20 ◦ to
give a clear image and the sample was not cleaned prior to coating.
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Figure 5.24: SEM micrograph of a single pulse damage site on PET. The laser
pulse duration was 189µs. This corresponds to a pulse energy of 16.9mJ. The
tilt of the sample stage was 20 ◦. The sample was not cleaned.
It is clear from the micrograph that there was either a significant increase in the
volume of the PET around the hole, redeposited molten material or melt flow away
from the centre which resulted in a ridge around the edge of the hole. The outer
edge of this ridge was measured for the threshold measurements described earlier.
In reference [9] a similar effect was noted when pulses from a TEA-CO2 laser were
used to etch PET. The laser was tuned to the weakly absorbed 10R18 transition
(10.26µm). There were seen to be holes in the wall of the etched hole in the paper
(as in figure 5.24) and this was attributed to internal vapour production. The
same ridge as shown in figure 5.24 was observed in the paper and was thought to
be due to melt flow.
In order to investigate this effect further, a sample made using the same conditions
as those used in figure 5.24 was cut in half. The same method as with the PI was
used.
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Figure 5.25: SEM micrograph of the cross-section of a single pulse damage
site on PET. The laser pulse duration was 189µs. This corresponds to a pulse
enery of 16.9mJ.
There did not appear to be any change in the material in the ridge region, imply-
ing that the volume had not changed due to the presence of gas products as in
the PI sample shown earlier. This further supported the idea that the ridge had
resulted from the flow of molten material. Unlike PI and PEEK, it was difficult to
distinguish the laser induced damage due to the presence of this ridge. If caused
by the molten material flowing out of the irradiated region onto the surround-
ing material, the laser damage site would be smaller than that measured for the
threshold fluence. However, in this work the ‘damage site’ was defined as any
change to the polymer surface that could be measured optically and in this way,
it was appropriate to measure the edge of the ridge as the damage diameter. The
good correlation of data shown in figure 5.10 indicated that the damage site was
well defined regardless of it being due to melted material or not.
In reference [87] a raised area around a hole made with a CW argon ion laser was
noted. The laser was chopped to produce pulses in the duration range 10–400µs.
The raised region (or ridge) was attributed to molten products being ejected from
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the hole and accumulating around the edge. It was also noted in the reference that
the distance of the highest point on the ridge was at a larger distance from the
edge of the hole than could be accounted for by the heat diffusion length during
the laser pulse. This was also found to be the case here, with the heat diffusion
length during a 189µs laser pulse being 7.8µm. Determining the highest point of
the ridge depended on where the edge of the hole in figure 5.25 was defined. It
was clear from the edge view of the damage site that this distance was larger than
the heat diffusion length during the pulse.
Debris was also present on the polymer surface for the PET damage sites. The
PET debris was seen to be very similar to that observed for PEEK. Two examples
resulting from a 189µs duration pulse are shown in figure 5.26. An overview of
the debris area is also shown for context.
Figure 5.26: SEM micrograph of the debris resulting from a single pulse
damage site on PET. The laser pulse duration was 189µs and the pulse energy
was 16.9mJ. An overview of the debris area is shown to put the image in context.
The tilt of the sample stage was 20 ◦. The sample was not cleaned.
As seen with PEEK, the debris consisted of small particles of PET, assumed to
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be ejected as molten material from the hole. No change in the debris material
was though to have occurred as it appeared to be the same as the bulk material.
During the experiment there were seen to be fibrous debris in the material cloud
leaving the surface and these also redeposited onto the sample surface, as shown
in the right image in figure 5.26.
5.3.4 PP
Finally, PP irradiated with single pulses from the laser was studied using SEM.
Shown in figure 5.27 is an SEM image of a damage site on PP. The single pulse
was of duration 378µs and the energy was 33.8mJ. The SEM sample stage was
at an angle of 20 ◦ to give a clear image and the sample was not cleaned prior to
coating. The sample thickness was 300µm.
Figure 5.27: SEM micrograph of a single pulse damage site on PP. The laser
pulse duration was 378µs. This corresponds to a pulse energy of 33.8mJ. The
tilt of the SEM sample stage was 20 ◦. The sample was not cleaned.
The PP sample showed a similar effect to PET when irradiated with a single pulse;
a raised region around the central hole. The sample thickness in the case of PP was
larger than that of the PET sample and therefore the hole did not break through
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to the back of the material. Again, the possibility of the damage edge being due
to molten material was not taken into account in the calculation of the threshold
fluence but, as with PET, the data was well correlated.
In work by Bormashenko et al [41, 73] tunable and non-tunable CO2 lasers (op-
erating at 10.3µm and 10.6µm respectively) were used to irradiate PP samples.
For the tunable laser, the wavelength was tuned for maximum absorption in PP.
A thermal deformation was seen to take place when the PP was irradiated with
this tuned laser radiation, resulting in craters on the polymer surface. When ir-
radiated with the 10.6µm non–tunable laser, the same effect was noted but the
threshold power density for this was higher, as would be expected. The features
were similar to that shown in figure 5.27, that is, there was a ridge around the edge
of the irradiated site. The ridge in the paper was smoother than that obtained in
this work, however, and had a less well defined edge. This could have been due to
the features in the paper resulting from a highly absorbed laser line rather than a
very weakly absorbed wavelength as used here. Little information about the pulse
durations of the lasers used were given in the references.
5.3.5 White light interferometry of PP damage sites
One of the PP damage sites was studied in more detail using white light interferom-
etry (WLI). The SEM images gave more detail than optical microscopy, however
WLI allowed the surface topology to be more accurately determined without the
need to cut the sample in half. It also allowed the entire damage site to be studied
without the need for multiple cross-sections to be taken.
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An in depth description of the method of WLI can be found in the literature (see,
for example, [88]). The working mode used in this work was the white light vertical
scanning mode (VSI). White light reflected from a reference mirror is recombined
with white light reflected from the sample being studied which produces inter-
ference fringes. The sample moves through the focus positions (which are very
shallow due to the short coherence length of white light) and the camera in the
system captures frames of interference at intervals during the scan. The system
software then constructs a profile from these separate frames.
An SEM image of the damage site studied is shown in figure 5.28. The pulse
duration was 568µs, which corresponded to a pulse energy of 50.8mJ.
Figure 5.28: SEM micrograph of a single pulse damage site on PP. The laser
pulse duration was 568µs. This corresponds to a pulse energy of 50.8mJ. The
tilt of the SEM sample stage was 20 ◦. The sample was not cleaned.
VSI surface profiles of this spot were then taken using the white light interferometer
(Veeco WYKO NT1100 with WYKO Vision32 software). It should be noted at this
point that the sample had been coated in gold for the SEM images. This had the
advantage of eliminating artefacts sometimes seen in transparent materials, due to
multiple surfaces and refractive index changes, for example. Both surface profiles
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shown in figures 5.29 and 5.30 were taken with a 50x objective and a 0.5x camera
field of view. The modulation threshold was 4%. The profiles were constructed
from 6 separate profiles taken across the sample surface. The experimental data
is shown in red in both figures.
Figure 5.29: Left to right radial surface profile of a PP damage site made
using a single laser pulse of duration 568µs (pulse energy 50.8mJ). The profile
was constructed from 6 separate profiles taken with a 50x objective and a 0.5x
camera field of view. The modulation threshold was 4%. The red data points
are the experimental data.
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Figure 5.30: Top to bottom radial surface profile of a PP damage site made
using a single laser pulse of duration 568µs (pulse energy 50.8mJ). The profile
was constructed from 6 separate profiles taken with a 50x objective and a 0.5x
camera field of view. The modulation threshold was 4%. The red data points
are the experimental data.
A sample made using the same laser parameters as that shown in figure 5.28 was
cut in half in the same way as described for PI. This cross-section is shown in
figure 5.31.
Figure 5.31: SEM micrograph of a single pulse damage site on PP. The laser
pulse duration was 568µs. This corresponds to a pulse energy of 50.8mJ. The
tilt of the SEM sample stage was 20 ◦. The sample was not cleaned.
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Clearly the result shown in the SEM micrograph was in good agreement with the
WLI results obtained. However, the WLI allowed much more information to be
obtained about the ridge around the edge of the hole, which was seen to be different
horizontally and vertically. The volume of material around the edge of the hole
clearly does not account for the material removed from the centre of the damage
site. It was thought likely, therefore, that ablation and melt flow had occurred.
However, the area of interest was the melted region, as this was measured as the
damage diameter.
For smooth features (such as those obtained for PP) WLI allows characterisation
of the laser damage sites without the need for cross-section measurements to be
made. It would have suited the features obtained in references [73] and [41] as a
method of profiling the ‘micro-lenses’ in the paper. In this case, the sample being
studied was coated but another possibility would have been to make a contact
relief mould of the features.
5.4 Discussion and conclusion
In this chapter, the single pulse irradiation of PI, PEEK, PET and PP has been
studied. The threshold fluence for damage of the polymers has been determined as
a function of the laser pulse duration from measurements of the damage diameter.
The threshold fluences for PI, PEEK, PET and PP have been measured for pulse
durations in the range 71–546µs, 95–378µs, 47–473µs and 378–757µs respectively.
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The average threshold fluence and absorption coefficient of each polymer are shown
in table 5.3. The absorption coefficient of each polymer is also shown for a wave-
length of 10.59µm and at room temperature. The enthalpy (or energy density)
was calculated for each polymer and is also included in the table.
Table 5.3: Average threshold fluence, room temperature absorption coefficient
at 10.59µm and the resulting enthalpy for each polymer
Polymer FT (J/cm
2) α (cm−1) ∆H (kJ/cm3)
PI 8.15 295 2.4
PEEK 5.36 361 1.9
PET 3.43 123 0.1
PP 9.58 20 0.2
The results for PI, PEEK and PET in table 5.3 can be directly compared to the
results of the enthalpy found in the literature and shown in tables 2.1, 2.2 and
2.3 in Chapter 2. The enthalpy or energy density for damage of PI and PEEK is
consistent with accepted values for PI and PEEK.
However, PET has a smaller enthalpy than those determined from the literature.
This was attributed to the difference in the method used to determine the thresh-
old fluence. As etch rate measurement are usually used to determine the threshold
fluence, the energy density does not take into account melting as this is not con-
sidered an ablation mechanism (i.e. material is not removed). Therefore, for PET,
the damage enthalpy is lower than the enthalpy of ablation. Although accepted
values for the energy density were not available for PP, the energy density was
seen to be small and this was thought to be again due to melting requiring less
fluence than ablation.
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The damage sites have been studied in detail using SEM imaging. Features re-
sulting from laser irradiation of PI were seen to agree well with those described in
the literature. Particularly the carbonisation of PI, which was seen to occur for
pulse durations exceeding approximately 189µs. The carbon was fibrous and eas-
ily cleaned away. Damage caused by pulses of shorter duration have been shown
to increase the volume of the irradiated sites. An image of the cross-section of
one of these sites showed fibrous structure within the increased volume, which was
thought to be due to gas phase products.
The irradiation of PEEK has been shown to result in well defined damage sites
which had gas bubbles trapped in the irradiated volume, as shown in detail using
SEM imaging. This effect had also been noted in the literature cited. An SEM
image of the cross-section of an irradiated site showed no indication of the sub-
surface change seen using optical microscopy. This was therefore thought to be due
to a change in the amount of crystalline or amorphous material in the polymer due
to laser heating as was observed in a paper by Hartwig et al [23]. It was thought
that decomposition, rather than melting had occurred due to the appearance of
the damage sites.
The PET damage sites showed similar features as those cited in the literature
for irradiation using a chopped CW argon ion laser [87]. A hole surrounded by
a ridge of molten material ejected during the laser pulse was seen to result from
singe pulse laser irradiation. The cross-section of this showed no physical change
in the material density of the ridge (i.e. extensive gas phase bubbles such as those
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seen in PI below pulse durations of 189µs), which implied that the material was
frozen PET which had flowed during the laser pulse.
Similar features to those shown for PET were observed for PP, that is, a ridge of
polymer surrounding a deep hole. Again, the ridge did not show signs of density
change and was therefore assumed to have resulted from molten material flow
during the laser pulse. WLI was used to measure the surface profile of a damage
site and this has been shown to be an appropriate method to study the topology of
the features without the need to cut the sample in half, if the features are smooth.
The WLI also allowed the profile to be determined for any cross-section and here
it was shown that the ridge around the hole was not the same in orthogonal
directions.
The results obtained in this chapter imply that the mechanisms and material re-
sponse involved in long pulse irradiation of PI, PEEK, PET and PP are favourably
comparable to those observed in the literature for other IR wavelengths and
shorted pulse durations. Longer time-scale irradiation and differences in the ab-
sorption coefficients were thought to have resulted in larger threshold fluences than
the accepted values. The threshold enthalpy was consistent with the literature for
PI and PEEK, meaning the scaling of the two parameters was as expected.
The features described in this chapter are similar to those observed in the litera-
ture, further indicating a common mechanism for polymer damage.
Chapter 6
Heat flow and decomposition model for
the analysis of the behaviour of
polymers under laser irradiation
6.1 Introduction
This chapter focuses on theoretical calculations and their application to the exper-
imental observations presented in the preceding experimental chapters. A thermal
process was assumed based on experimental evidence and existing literature. The
heat diffusion equation has been used to examine the laser heating of the poly-
mers and to determine the fluence required to reach the thermal decomposition
or melting temperatures, thus causing the damage observed experimentally. The
software used for the modelling was Mathematica (Wolfram Research Inc, version
7.0.0).
6.2 Photochemical or photothermal?
The photon energy of the laser used for the work presented in this thesis is ap-
proximately 0.1eV. It is known that the bond energies in most polymers are in the
range of approximately 3-11eV. For example, to directly break the C–H bond in
an organic polymer, a photon energy exceeding 3.5eV would be required i.e. XeCl
(4eV) or XeF (3.5eV) [3]. It is therefore unlikely that polymer damage measured
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here is due to a purely photochemical process and therefore a photothermal pro-
cess was thought to be dominant. A photothermal process is further supported
by data and theoretical modelling in existing literature, as was described in the
literature review.
6.3 Heating model calculations for Polymers
A heat diffusion model following the approach given by reference [89] was devel-
oped to study the temperature excursion as a function of time and distance in the
polymers.
The heat diffusion equation in one dimension is as follows.
∂T
∂t
= D
∂2T
∂z2
+
α
ρC
I(t)e−αz (6.1)
In equation 6.1, T is the temperature, t is the time, z is the distance into the
sample, α is the optical absorption coefficient, D is the thermal diffusivity (cal-
culated from equation 5.9 in Chapter 5), I is the irradiance, ρ is the density and
C is the specific heat capacity. The irradiance was included as a function of the
laser fluence (F), laser pulse duration (τ) and the polymer reflectivity (R). This is
shown in equation 6.2 below which assumes a square temporal profile.
I =
(1− R)F
τ
(6.2)
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It should be noted that the reflectivity used here is for the top surface only. At this
stage, all optical and thermo-physical parameters were assumed to be independent
of temperature.
It is well documented [27, 89, 90] that equation 6.1 only has analytical solutions
for a small number of special cases. More generally applicable solutions can be
found which approximate to the geometry used in the experiments presented in
this thesis, but these are semi-analytical in nature. One such approximation is
given by equation 6.3 [89].
T(z,t) = TRoom +
(1− R)I
K
{
δ ierfc
( z
δ
)
− 1
α
e−αz +
1
2α
e(αδ/2)
2 ×
(6.3)[
e−αzerfc
(
αδ
2
− z
δ
)
+ eαzerfc
(
αδ
2
+
z
δ
)]}
This solution is for a semi-infinite solid (i.e. it has one surface at z=0) that is
irradiated by a penetrating source of continuous power. The penetration means
that the material has a finite absorption coefficient. It is possible to turn the
semi-analytical solution into a pulsed laser model by subtracting a second solution
displaced in time by a value equal to the laser pulse duration. This gives a fast
calculation of the temperature distribution in one dimension as a function of time.
The evaluation of the complimentary error function and the integral complimen-
tary function, erfc and ierfc in equation 6.3, was handled by Mathematica.
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In order to include finite sample thickness, variable irradiance profile in time and a
temperature dependent absorption coefficient, a numerical solution to equation 6.1
was also used. In this case, Mathematica was used to solve the partial differential
equation with the following boundary and initial conditions.
• Heat flow across the boundary from air to polymer was not allowed by setting
∂T/∂z to 0 for the polymer surface.
• At t=0, the initial temperature of the polymer was uniform for all z.
• The rear surface was considered to be sufficiently far away from the heat
source that its temperature did not change in time.
The last point may not be physically correct for all conditions considered in the
preceding chapters. For example, the small absorption coefficient of PET along
with the long pulse durations will certainly lead to some temperature rise at the
rear surface. However, in terms of the estimation of the threshold fluence for
damage at the entrance surface, this was not thought to be problematic.
The output of the semi-analytical and numerical models were compared to check
convergence of the solutions. For acceptable agreement the run time of the numer-
ical model was several minutes as opposed to seconds for equation 6.3. Whilst it
was not arduous to use the full numerical simulation, the speed and simplicity of
the semi-analytical solution was preferred unless variable parameters were used.
Table 6.1 shows the thermal, optical and physical parameters of PI, PEEK, PET
and PP required to determine the temperature rise [51, 53, 76, 79, 80, 91]. Also
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shown is the decomposition temperature of PI and PEEK as measured in Chapter
4. It was found in the previous chapter that the edge of the damage site of PET and
PP was melted rather than decomposed. Therefore, the melting temperature range
is included for these polymers. The damage temperature, whether decomposed or
melted, is labelled as TD.
The optical absorption coefficient, α, is the room temperature value at a laser op-
erating wavelength of 10.59µm. It was found that the absorption coefficient was
dependent on the material temperature for all the polymers. Also, measurements
of the laser wavelength as a function of time revealed that the laser operated at
a number of different wavelengths during a typical pulse. For the initial temper-
ature calculations, the laser was assumed to be operating at the most prevalent
wavelength of 10.59µm and the absorption coefficient was assumed to be the value
measured at room temperature. The temperature dependence will be revisited
later in the chapter.
Table 6.1: Thermal, optical and physical parameters of PI, PEEK, PET and
PP
Property Units PI PEEK PET PP
R % 7.2 6.0 7.2 4.0
α cm−1 295 361 123 20
C JK−1kg−1 1090 1450 1275 1800
ρ kgm−3 1420 1260 1350 900
K Wm−1K−1 0.16 0.25 0.14 0.16
D x10−7 m2s−1 1.03 1.37 0.80 0.99
TD K 880 875 416–538K 393–449K
The models were solved for PI for pulse durations of 200µs, 500µs and 1ms and a
laser fluence of 2J/cm2. For the numerical solution, a sample thickness of 125µm
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was used. The numerical solution is shown in figure 6.1 and the semi-analytical
in figure 6.2. Temperature was plotted as a function of time for the top surface of
the polymer, i.e. z=0. Although most of the experimental work was done at pulse
durations shorter than 600µs, the 1ms data was included to give an indication of
what would be expected at longer pulse durations.
Figure 6.1: Temperature as a function of time for the numerical solution of
the heat diffusion equation for laser pulse durations of 200µs, 500µs and 1ms.
The laser fluence was 2J/cm2 and the sample thickness was 125µm.
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Figure 6.2: Temperature as a function of time for the semi-analytical solution
of the heat diffusion equation for laser pulse durations of 200µs, 500µs and 1ms.
The laser fluence was 2J/cm2.
It is clear that that there was no appreciable difference between the solutions for
these conditions and this polymer. The temperature reached at the end of the
laser pulse was the same for both solutions over a pulse duration range applicable
in this work.
From figure 6.2, cooling was seen to be slow due to the low thermal conductivity of
the sample. The temperature reached at the surface was approximately the same
for the laser pulse durations used, reaching a maximum at the end of the pulse.
As expected due to some small amount of heat flow, the maximum temperature
reached for the 1ms pulse was slightly lower than that for the 200µs pulse.
In order to determine the fluence require to reach a sufficient temperature to
damage the polymers, the temperature in the semi-analytical solution was set to
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the decomposition temperature of PI and PEEK as listed in table 6.1 and the
required fluence determined. This fluence was therefore the equivalent of the
threshold for damage measured experimentally in the previous chapter. Figures
6.3 and 6.4 show the fluence required to reach the temperature of decomposition
as a function of the laser pulse duration. The results are for the top surface of the
material.
Figure 6.3: The laser fluence required to reach the decomposition temperature
on the surface of PI as a function of laser pulse duration.
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Figure 6.4: The laser fluence required to reach the decomposition temperature
on the surface of PEEK as a function of laser pulse duration.
The average fluences required to increase the surface temperature of PI and PEEK
beyond that for decomposition were calculated to be 3.75J/cm2 and 3.76J/cm2
respectively, over a laser pulse duration range of 50µs to 1ms. The graphs shown
in figures 6.3 and 6.4 showed a similar behaviour for both polymers, with an
increase in fluence at longer pulse durations. This was a small effect, however,
and was most likely due to the semi-analytical solution being for a semi-infinite
slab and thus allowing heat flow beyond the sample thickness. The calculated
fluence was seen to be largely independent of the pulse duration which was in
agreement with the results found experimentally in the previous chapter. However,
the fluences calculated to reach the decomposition temperatures at the surface of
PI and PEEK were much lower than those found experimentally (8.15J/cm2 and
5.36J/cm2 respectively).
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Decomposition is a heating rate limited process [92]. Therefore, it follows that
simply calculating the rise in surface temperature was not sufficient to determine
the threshold fluence for damage based on a decomposition process, as the rate
of heating was not taken into account. From figures 6.1 and 6.2, heating rates
of 106–107K/s were obtainable with this system, whereas the decomposition mea-
surements made in Chapter 4 were performed at 10s of K/min.
The fraction of bonds remaining in a polymer (N) after a time (t) can be found
from equation 6.4. This is the Eyring approach, as used by Burns et al [92] to
study the effect of XeCl laser repetition rate on the ablation of polyimide.
N = e−κt (6.4)
In equation 6.4, κ is the decomposition rate and is found in the following way. A
rate equation with an Arrhenius form similar to that introduced in the literature
review to describe decomposition driven by a photothermal mechanism was used.
Strictly speaking, the equation is applicable only to diatomic molecules but is a
reasonable estimation for polyatomic dissociations [92].
κ =
kT
h
eEA/kT (6.5)
Here, k is Boltzmann’s constant and T is the temperature, which in this case was
calculated using the semi-analytical solution to the heat diffusion equation. EA
is the activation energy for the rate limited process, in this case decomposition.
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For PI this was initially taken to be in the range of 314–418kJ/mol [92, 93] and
201–289kJ/mol for PEEK [63, 94].
The value of N was calculated as a function of the laser fluence at the end of a
number of laser pulse durations, with equations 6.4 and 6.5 being directly coupled
with equation 6.3 in the computation. For initial calculations, the average activa-
tion energy for each polymer was used. Shown in figures 6.5 and 6.6 is the fraction
of bonds remaining as a function of the laser fluence for PI and PEEK. Pulse dura-
tions of 200µs, 500µs and 1ms are shown as an example of the behaviour observed
and are indicated in the legend. The results were for the polymer surface, z=0.
Note the expanded scale on the graphs for the fluence axes.
Figure 6.5: Fraction of bonds remaining in PI as a function of the laser fluence
for laser pulse durations of 200µs, 500µs and 1ms.
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Figure 6.6: Fraction of bonds remaining in PEEK as a function of the laser
fluence for laser pulse durations of 200µs, 500µs and 1ms.
The results in figures 6.5 and 6.6 indicated that there was an abrupt transition
from an intact polymer to a situation where few bonds remained. This was seen
to develop over a small range of fluences for each polymer, occurring at approx-
imately 10.38J/cm2 and 6.33J/cm2 for PI and PEEK respectively. In order to
accurately determine the fluence for significant decomposition based on this anal-
ysis, the inflection points of these plots were determined by finding numerically
the minimum of the first derivative. This was then the threshold fluence for dam-
age. The calculated results are shown in figures 6.7 and 6.8. Also shown are the
experimental results of the threshold fluence for damage of PI and PEEK obtained
in the previous chapter, for comparison. Additionally, the activation energies for
decomposition were considered in more detail at this point. The large range of
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values was seen to give rise to a large uncertainty in the calculated threshold flu-
ence. Therefore, a single activation energy was selected based on the best fit to
the experimental results.
Figure 6.7: Threshold fluence for decomposition of PI showing calculated data
based on an Eyring approach. Also shown are the experimental results from
the previous chapter.
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Figure 6.8: Threshold fluence for decomposition of PEEK showing calculated
data based on an Eyring approach. Also shown are the experimental results
from the previous chapter.
There was seen to be good agreement between the experimental and calculated
threshold fluence based on the decomposition process. For this agreement, the
activation energies selected were 314kJ/mol and 201kJ/mol for PI and PEEK
respectively. The activation energy for decomposition of PI was the same as that
found in work by Jellinek et al [93]. Similarly for PEEK, Zhang et al [63] and
Abate et al [94] both obtained an activation energy of approximately 201kJ/mol.
Figures 6.9 and 6.10 show the fluence required to reach the average melting tem-
perature of PET and PP as a function of the laser pulse duration. The melting
temperature for each material was the average of the range given in table 6.1.
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Figure 6.9: Fluence required to reach the average melting temperature on the
surface of PET as a function of laser pulse duration.
Figure 6.10: Fluence required to reach the average melting temperature on
the surface of PP as a function of laser pulse duration.
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The average fluence required to increase the temperature of PET and PP to their
melting points was calculated to be 2.91J/cm2 and 10.80J/cm2 respectively, for
the pulse duration range of 50µs to 1ms. The fluence was seen to be largely inde-
pendent on the pulse duration for both polymers, as observed experimentally in
Chapter 6. The fluences calculated for PET and PP were approximately the same
as the threshold fluence measured experimentally. The experimentally determined
diameter of the damage on PET and PP were taken from the edge of the melted
region, as shown in the micro-graphs and SEM images in the previous chapter.
This was therefore the diameter which was used to infer the threshold fluence for
damage and is effectively independent of any decomposition which may have oc-
curred in the middle of the irradiated site. Therefore, the melting temperature
was appropriate here and the calculated fluence for melting is now taken to be the
threshold for damage.
It should be noted that the latent heat of melting was not included in the model
and would mean that more energy would need to be delivered to the sample to
account for this. The latent heat (or melting enthalpy) of PET is 17x103J/kg
[27]. The extra temperature rise required to overcome this was found following
the approach given by Ba¨uerle [27] by dividing the latent heat by the specific heat
capacity of the material, in this case 1275J/K.kg. This gave the temperature rise
if melting had not occurred (and latent heat not required) as approximately 13K,
which was small compared to the range of temperatures used for the calculations.
The possibility of super-heating due to the heating rate and convection resulting in
a complicated melt front were not included in the calculations for simplicity. The
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melting temperature of polymers also depends on the heating rate and therefore a
detailed experiment to determine the melting point as a function of heating rate
would be required to determine this parameter if a more representative model was
required. Additionally, the model assumed that the thermal and optical parame-
ters remained constant during heating, which is known not to be the case.
Shown in figures 6.11 and 6.12 are the experimental and calculated results for the
threshold fluence for PET and PP shown on the same axes for comparison. The
experimental results are those discussed in Chapter 4. Due to the large range
in melting temperatures found in the literature for PET and PP, a single value
within the range was selected for best fit to the experimental results.
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Figure 6.11: Threshold fluence required to reach a melting temperature of
520K on the surface of PET as a function of laser pulse duration.
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Figure 6.12: Threshold fluence required to reach a melting temperature of
404K on the surface of PP as a function of laser pulse duration.
Clearly from figures 6.11 and 6.12 the experimental threshold fluence agrees with
the calculated fluences. The melting temperatures used for PET and PP were
520K and 404K respectively, which were in agreement with values found in the
literature [51, 80].
It is obvious that a better method of modelling the melting processes would be
required to study the subtlety of the mechanisms, but this is beyond the scope
of this thesis. Ba¨uerle [27] gives a detailed account of the various considerations
to be made for surface melting. However, without improved data for the melting
temperatures of PET and PP, the extra complexity of including detailed melt front
kinetics is unlikely to yield improved understanding of the processes.
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6.4 Effect of temperature dependent absorption
coefficient of PI on calculations
From the preceding data and discussions, it was hypothesised that if PI was heated
by the early part of the laser pulse, then its absorption coefficient would drop and
the later part of the pulse would penetrate deeper. This would have the effect of
lowering the heating rate and possible cooling of the material, leading to improved
coupling again. Hence, the heating rate would rise and it might be expected that
some oscillation in the surface temperature would occur.
In order to test this, the numerical thermal model was modified in a number of
ways.
• The absorption coefficient was replaced with a temperature dependent func-
tion which was found by fitting to the results of the absorption coefficient as
a function of temperature in Chapter 4.
• The irradiance function in time was made closer to the real pulse shape by
using functions to ramp-up and ramp-down the energy delivery in time.
• Finite sample thickness was set to the real polymer film thickness.
The results of this model are shown in figure 6.13 for a laser pulse duration of
200µs and a fluence of 2J/cm2.
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Figure 6.13: Temperature as a function of time for the numerical solution of
the heat diffusion equation including a function for the absorption coefficient as
a function of temperature and an irradiance profile fitted to experimental data
of the laser pulse durations. The pulse duration was 200µs and the fluence was
2J/cm2.
In figure 6.13 the finite rise-time of the irradiance now leads to a slower initial
heating rate compared to figures 6.1 and 6.2 and a softer shaped peak. The
maximum temperature rise is also reduced, most likely due to a combination of
the slower rate of energy delivery and, more significantly, a temperature induced
reduction in the absorption coefficient. This is in agreement with the expected
result of deeper penetration leading to the laser energy being deposited in a larger
volume, thus resulting in a smaller temperature increase. However, oscillation of
the surface temperature due to a form of negative feedback is not seen. This can
be explained by the consideration of the cooling time. As a crude estimate, the
reciprocal of the absorption coefficient is set as the range over which cooling must
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occur for a significant drop in the temperature. The time-scale is calculated by
rearranging equation 5.8 in terms of time. This gives a time of approximately 6ms
for PI, meaning that the time for feedback is too slow for its affect to be seen
during the laser pulse.
Carbon formation at the top surface of the material above the threshold fluence
would mean that the absorption coefficient of the bulk material as a function of
temperature would become unimportant. More information about the time carbon
formation occurred for a number of different pulse durations would be required
to decide when the temperature dependence of the absorption was significant for
coupling and decomposition. Oscillation of the transmission due to feedback was
seen to be damped due to the low thermal conductivity of PI coupled with the
large volume irradiation.
Work is currently under-way to couple all the significant parts of the laser induced
decomposition and melting to try to construct a model which better represents
the materials properties and laser characteristics.
6.5 Conclusion
The temperature rise in the polymers was calculated as a function of the laser
pulse duration using a semi-analytical solution to the heat diffusion equations
for a semi-infinite solid. The results were used to predict the threshold fluence
for damage based on a decomposition process for PI and PEEK and a melting
process for PET and PP. The threshold fluences were seen to agree well with
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the experimental results. Melting temperature, decomposition temperature and
activation energy ranges were large but general agreement was found for selected
parameters when fitting to experimental data.
Some initial investigation into the effect of the temperature dependent absorption
coefficient on the temperature calculations in PI has been carried out. Also, an
irradiance profile which better represented the laser pulse in time was included.
The numerical solution was used to determine the surface temperature, taking
these parameters into account. Using the absorption coefficient as a function of
temperature for a laser operating wavelength of 10.59µm, the effect was to reduce
the maximum temperature reached, implying that more fluence would have to
be supplied to the polymer to raise the temperature by the same amount as the
semi-analytical solution predicted.
This is to be expected considering the results shown in figure 4.19 and summarised
in table 4.2. The absorption coefficient of PI decreases with increasing temperature
so it follows that as the temperature rises, the change in absorption coefficient
would result in less absorption and therefore a lower temperature rise.
Chapter 7
Conclusions and Future Work
7.1 Conclusion
The irradiation of PI, PEEK, PET and PP using an RF CO2 laser operating
with pulse durations in the range 50–500µs has been investigated with a view to
understanding the interaction. The UV and IR laser ablation of polymers has
been widely covered in the literature but not in the pulse duration regime studied
here.
The laser was characterised in terms of pulse duration, pulse energy and, perhaps
most importantly, operating wavelength. It has been noted by other groups that
wavelength hopping can occur during a laser pulse [49]. As such, the laser wave-
length was measured here both in a time integrated and time resolved fashion.
Time averaged measurements revealed that the laser operated at an number of
wavelengths, but predominantly at 10.59µm, as expected. Time resolved mea-
surements during an average laser pulse of duration 189µs showed wavelengths in
the range 10.53–10.63µm were present at different times during the pulse. This
was a constantly changing effect and thus wherever possible, all wavelengths within
the range were used to make calculations, such as the optical absorption length.
The IR absorption of the polymers was studied by FTIR spectroscopy. This was
done both at room temperature and as a function of polymer temperature. Room
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temperature measurements were found to be broadly consistent with those in ex-
isting literature. The temperature dependent absorption coefficient measurements
have extended the work by Dyer et al [8] to include the polymers studied here.
The effect of temperature rise was characterised by the change in absorption co-
efficient divided by the change in temperature, approximated by a linear fit to
experimental data. This allowed direct comparison of the polymers, despite the
measurements having been taken over different temperature ranges. PP showed
the least change in absorption coefficient with increasing temperature at all laser
wavelengths. PEEK showed the largest effect, with an average change in absorp-
tion coefficient of approximately 10% over a temperature rise of 72K. The polymer
least affected by temperature rise was PP, with a small change in absorption co-
efficient over the temperature rise of 47K. At a laser wavelength of 10.55µm, the
absorption coefficient increased whereas at 10.63µm it was seen to decrease. This
was due to the position of the emission lines on the absorption spectrum which
were close to an absorption peak.
The transmission of the laser beam was measured for all the polymers to bring
together the results from the measurement of the laser operating wavelength and
the absorption coefficient. The transmission was used to calculate an effective
absorption coefficient. For PI and PEEK, the inferred absorption coefficient fitted
well with the other experimental data. However, due to plastic deformation from
laser heating, the absorption coefficients for PET and PP were not within a range
that could be explained by changes in the laser emission wavelength or temperature
rise affecting the absorption coefficient.
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The threshold fluence for damage of the polymers was determined as a function of
laser pulse duration. The two were found to be largely independent and this was
thought to be due to the small heat diffusion length in each material during the
laser pulse. The product of the absorption coefficient and the threshold fluence
giving the energy density or damage enthalpy was found to fit well with existing
data in the literature for PI and PEEK. However, the energy density for damage
of PET and PP was small. This was thought to be due to the method used to
measure the threshold fluence in this work being based on damage rather than etch
rate. Damage (i.e. melting) occurs at lower fluences than ablation so it follows
that etch rate analysis would predict a higher energy density.
SEM micrographs of a selection of damage sites revealed interesting features about
the effects of laser irradiation in this regime. Some parallels could be drawn
between observations for different lasers in the literature. Of particular interest
was the carbon formation observed for PI. This fibrous material has been noted
before and adds an interesting problem to the evolution of changes in the laser
absorption during irradiation above threshold.
Thermal modelling of the heat rise due to laser irradiation was performed using
solutions to the heat diffusion equation. The threshold fluence for damage was
predicted for each polymer and shown to fit well with experimental data. The
change in absorption coefficient with temperature was included in some prelim-
inary calculations for PI, along with a function for the pulse irradiance in time
which better represented the laser pulse duration results. The effect of this was to
reduce the maximum temperature reached by the polymer, meaning more energy
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would have to be supplied to reach decomposition temperature than predicted by
a simpler semi-analytical calculation.
7.2 Future work
The effect of temperature on the absorption coefficient of polymers is an area which
is not widely covered in the literature, with the exception of results presented in [8].
The results in the reference offer information which could be informative regarding
the type or tuning of lasers in industrial applications and could be extended to
include other well known polymers. Additionally, if the thermal response of the
absorption coefficient of a polymer is known and the laser wavelength was fixed,
it might be possible to tune the polymer by heating the material to shift the
absorption features.
The modelling of the system could be improved to better predict the threshold
fluence of polymers from their optical, thermal and physical parameters. The
importance of the activation energy was highlighted in the calculations of the the-
oretical threshold fluence using heat diffusion models. The large range of values
cited in the literature meant that it was difficult to define a threshold based on
a rate limited decomposition process. Finding an activation energy specifically
suited for the high rates of heating achieved by laser ablation would be an advan-
tage. For example, the activation energy is most often obtained from TGA data
at different heating rates. If this process could be applied to a laser heated system
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whereby the rate of heating could be controlled, similar calculations could be used
to obtain activation energies for laser irradiation specifically.
Also, the hopping of the laser in wavelength coupled with the effect of temperature
rise on the optical coupling could be included in the model. This would allow
the threshold fluence for damage of other polymers to be determined to inform
experimental decisions.
Extension of the work presented here to include other commercially attractive
polymers could be used to help industrial practitioners make informed choices on
laser sources in the future. Systems including the laser studied here would be
particularly applicable where spot size and resolution were not crucial and where
an easy to use and efficient system was required.
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